Fuel Hose

TECHNICAL DATA

DESCRIPTION:
Fuel line made of PVC compounds and polyester braiding with additives for use with petroleum products
Cover is oil, grease and ozone resistant

TECHNICAL SPECIFICATIONS:
Material:
Polyester Reinforced PVC
Color:
Black
Operating Temp Range:
-40°F to 175°F

NOTE:
Not intended for use with potable water
Not intended for Fuel Injection

APPLICATIONS:
Transfer of petroleum based products
Fuel line
Vapor emissions line
Vacuum smog control line

MADE IN: China

<table>
<thead>
<tr>
<th>Material Number</th>
<th>Inside Diameter</th>
<th>Outside Diameter</th>
<th>Wall Thickness</th>
<th>Roll Length</th>
<th>Working PSI @ 70°F</th>
<th>Unit Order</th>
<th>UPC</th>
<th>Pack</th>
</tr>
</thead>
<tbody>
<tr>
<td>98595</td>
<td>1/4&quot;</td>
<td>1/2&quot;</td>
<td>1/8&quot;</td>
<td>10'</td>
<td>200</td>
<td>5</td>
<td>091712013426</td>
<td>Display Tray</td>
</tr>
</tbody>
</table>

For Commercial & Residential

Job Name ___________________________________________  Contractor ___________________________________________
Job Location ________________________________________ Approval ___________________________________________
Engineer ___________________________________________ Contractor’s P.O. No. _______________________________
Approval __________________________________________  Representative _______________________________________