
Thank you for purchasing  DVI Lighting Product, we 
hope that its timeless style and grace will create an 
enjoyable environment for you in the years to come.

Here are a few things to note before you install 
your light.

1. Please save these instructions for the future.
2. T
screwdriver

have all of the parts necessary for the successful 
installation of this product.  If something seems to be 

We suggest that you keep all of the packaging until 
the light is properly installed.
4. All electrical connections must be made according 
to local codes.  If you feel you do not have the expe-

is 16” from the ceiling. 

After you install your light
1. Make sure to note the maximum recommended 

XCEED THE 
RECOMMENDED WATTAGE.  This Fixture is rated to 

2. To clean your Fixture, we recommend that you 
use a mild detergent, such as dish washing soap, 
and warm water to clean the glass and metal 

completely because moisture will corrode the satin 

NOT USE  abrasive pads or cleaning materials.
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4. Incert the bottom glass under the socket. 
5. Slide the inner coloured cylender glass into the socket cup.
6. Slide the outer clear cylinder glass around the inner glass, resting the clear glass on the
3 tabs of the socket cup.
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4. Incert le fond de verre dessous de la prise
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5. Faites glisser l'intérieur cylender verre coloré dans la prise tasse.
6. Faites glisser l'extérieur du cylindre en verre clair autour du centre du verre, le verre clair reposant sur la 
3 onglets de la prise de tasse
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