
Instructions for Installing Hy-Lite® 
Oval Decorative Unit with Trim Gasket

Congratulations on your purchase of a Hy-Lite® oval decorative glass window.

You will notice that your window unit is comprised of three parts:
1. The exterior portion of the unit with glass, installation flange & brick-mold trim all one piece
2. The interior portion comprised of the inner ring and interior trim
3. The finish trim gasket

To install your unit you should have already prepared the rough stud opening in your wall: 24” x 36”.  The exterior 
“sheathing” material should also be installed.

Caulk the building side of the installation flange with a high grade weather proof caulking.  Insert the exterior portion of 
the unit into the rough opening.  Adjust so it is level and plumb.  Screw the installation flange to the wall insuring that 
the screws strike and penetrate into framing studs.

The interior wall should have the finish material up to the edge of the rough opening.  Slip the interior of the window 
frame into the opening with the sleeve of the interior frame on the outside of the exterior sleeve.  Push the interior frame 
up against the wall so the interior trim is tight against the wall.  The window is designed to fit wall thicknesses from 
4-9/16” to 6-9/16”.
 
Insert the finish trim gasket over the visible sleeve edge with one leg between the sleeves and the other to the glass 
side of the sleeve.  Due to different installation tolerances, the width of the gap between the two sleeves will vary.  The 
trim gasket is also designed to accommodate these differences.  Notice that on the interior of the “U” each leg has a 
“fin” to hold the gasket to the sleeve of the frame.  If the gap between the sleeves is too narrow to allow the gasket to be 
tapped in all the way around the window, simply remove the “fin” from the leg that fits between the sleeves and proceed 
to tap the gasket tightly around the window.

Generally, the gasket will hold the interior frame tight against the wall but you may choose to caulk the interior trim to 
the wall or screw the two sleeves together with very short coarse threaded screws.

Adjusts to fit 2” x 4” (4-9/16”) or 2” x 6” (6-9/16”) framing 

Trim Gasket

Oval windows include interior trim and exterior brick mold.
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Installing Decorative Trim Strip to Oval Window
1. Using tin snips, carefully cut the start of the trim strip square to the length.
2. DO NOT cut the end of the trim strip until you have wrapped it almost completely around the oval frame.
3. Using your thumb or a small block of wood, firmly press the trim strip into the channel around the oval frame - see 

PHOTO A.
4. Cut the trim strip to the proper length and finish by pressing the remaining strip into the channel.
5. See PHOTO B for completed view.
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