1. Check dimensions
2. Extend latch bolt
3. Adjust the backset of latch (if needed)
4. Install latch
5. Prepare exterior keypad
6. Install keypad and mounting plate
7. Disassemble interior assembly and load battery pack
8. Install interior assembly
9. Install battery pack and perform door handing process
10. Install strike
11. Program the lock
12. Install the battery cover and re-key the lock

**Parts in the Box**

- Required Tools
- Additional Tools (depending on application)

**Additional Tools (depending on application)**

- Alkaline batteries only.
- Ensure correct polarity. For best results, use new, non-rechargeable batteries. alkaline batteries only.
- Do not install battery pack until latch is in back panel. Battery pack is connected.
- Insert key and test latch. If latch does not extend or retract smoothly, adjust latch. See “Latch Adjustment.”
- If the latch holes are NOT centered, adjust latch. See “Latch Adjustment.”
- If the latch holes are centered, adjust latch. See “Latch Adjustment.”
- If needed, please contact Kwikset to order a drive-in latch for your lock.
- To order a drive-in latch, visit www.kwikset.com.
- Keep “F” in a safe place, as you will need it to access the back panel for additional programming.
- Programming instructions are located on the reverse side of this document.

**Installation Guide**

- If needed, please contact Kwikset to order a drive-in latch for your lock.
- Rainbird 1-800-462-0834
- www.kwikset.com

**Template**

- Edge Face
- 2-3/4” (60 mm)
- 2-3/4” (70 mm)
- 2-3/4” (10 mm)
After a few

Adding User Codes

Factory Reset

Troubleshooting

Normal Operation

System Notes

Z-Wave & ZigBee Systems

Lock Inclusion

Unlocking the Door

Programming Behavior

User Codes Requirements

Enabling and Making a Mastercode (Optional for Enhanced Security)

Adding User Codes

Deleting a Single User Code

Deleting All User Codes

Regulatory Compliance

Switches, Status LED Colors, and System Alerts

Manual Door Handling

Factory Reset

Important Safeguards