
No. 1101

CONCRETE MIX
Mezcla de Concreto Lista Para Su Uso

Ready-To-Use

NET WT. 10 LB (4.5kg)

WARNING: CAN CAUSE SERIOUS INJURY
TO SKIN AND EYES
See additional precautions and first aid on back panel.

ADVERTENCIA: PUEDE CAUSAR LESIONES
GRAVES A LA PIEL Y A LOS OJOS.
Véanse las precauciones adicionales y de primeros auxilios al dorso del panel.

Just Add Water!
QUIKRETE ® Concrete Mix is a 4000 psi (27.6 MPa)
blend of portland cement, sand and gravel.
Use for general concrete work and patching over 
2" thick and for setting posts.

No. 1101

10Notice Of Limited Warranty:Precautions / Precauciones:

IMPORTANT! Read before using.
This product contains portland cement. Contact with freshly mixed product can 
cause severe burns. Avoid direct contact with skin and eyes. If this product 
should contact eyes, immediately flush with water for at least 15 minutes and 
consult a physician. For skin exposure, wash promptly with plenty of soap and 
water. Remove soaked clothing promptly. If this product burns your skin, see a 
physician immediately. 
This product may contain silica. Silica dust if inhaled may cause respiratory or 
other health problems. Prolonged inhalation may cause delayed lung injury, in-
cluding silicosis and possibly cancer.
Dust mask, eye protection, and rubber boots and gloves are recommended 
when using this product.
KEEP OUT OF REACH OF CHILDREN

¡IMPORTANTE! Leer antes de usar. Este producto contiene cemento Port-
land. El contacto con este producto recién mezclado puede causar quemadu-
ras graves. Evítese el contacto directo con la piel o los ojos. Si este producto 
entra en contacto con los ojos, lavarlos con agua corriente y sin demora, du-
rante al menos 15 minutos, y consultar con un médico. En caso de exposición 
de la piel, lavarla con agua y jabón en abundancia, sin demora. Quitarse la in-
dumentaria impregnada sin demora. Si este producto quemara la piel, consul-
tar con un médico inmediatamente.
Este producto podría contener sílice. La inhalación de polvo de sílice podría 
causar problemas respiratorios u otros problemas de salud. La inhalación pro-
longada de polvo de sílice podría causar lesiones pulmonares a largo plazo, 
incluyendo silicosis, y posiblemente, cáncer. Además de botas y guantes de 
caucho, se recomienda el uso de una máscara para polvo y protección para 
los ojos al usar este producto.
 MANTENER FUERA DEL ALCANCE DE LOS NIÑOS

POUNDS
4.5 kg

CONCRETE MIX
Mezcla de Concreto Lista Para Su Uso

Ready-To-Use

Do-It-Yourself doesn't mean Go-It-Alone TM

The QUIKRETE ® Companies, Inc. warrant this product to be of mer-
chantable quality when used or applied in accordance with the in-
structions hereon. This product is not warranted as suitable for any 
purpose or use other than the general purpose for which it is intended. 
Liability under this warranty is LIMITED to the replacement of its prod-
uct (as purchased) if found to be defective, or at the shipping compa-
nies' option, to refund the purchase price. In the event of a claim under 
this warranty, notice must be given to The QUIKRETE ® Companies, 
Inc. in writing at: One Securities Centre, 3490 Piedmont Road, Suite 
1300, Atlanta, GA 30305. THIS WARRANTY IS ISSUED AND ACCEPTED 
IN LIEU OF ALL OTHER EXPRESS WARRANTIES AND EXPRESSLY EX-
CLUDES LIABILITY FOR CONSEQUENTIAL DAMAGES.

IDEAS • ADVICE • INSTRUCTIONS

1. Add approximately 1-1/2 cups (350ml) of clean water for each 10 lb 
(4.5kg) bag of concrete mix and mix thoroughly.
2. If more water is needed to obtain a firm, workable mix, add small 
amounts at a time and continue to mix until desired consistency is 
achieved.

1. Agregar aproximadamente 350 ml (1.5 copas) de agua limpia por 
cada bolsa de 4.5 kg (10 lb) de mezcla de concreto y mezclarlos 
completamente.
2. Si se necesita más agua para obtener una mezcla firme y trabaja-
ble, agregar pequeñas cantidades a la vez y continuar mezclando has-
ta lograrse la consistencia deseada.

1. QUIKRETE ® Concrete Mix should be placed at a minimum of 2 (50mm) inches thick.
2. For a smooth finish, use a steel trowel after the surface moisture has evaporated and the concrete has lost 
its sheen. A broom or brush can be used for a more textured finish.
For patching existing concrete, first coat the damaged area with QUIKRETE ® Bonding Adhesive 
(No. 9902). Allow to dry before proceeding.

Mixing Instructions / Instrucciones Para El Mezclado: Application:
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RELEASE OF DIGITAL FILES
IMPORTANT: Although this artwork has been checked 
and reviewed for accuracy, it is the responsibility of the client to 
make all final approvals prior to release. Please double check.
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Package Design and Brand Identity

Fisher Design, Inc.
2830 Victory Parkway
Suite 300
Cincinnati, OH 45206-1723
513.221.2242
513.221.0464 Fax

IMPORTANT: Although this artwork has been checked 
and reviewed for accuracy, it is the responsibility of the 
client to make all final approvals prior to release. 
Please double check.

This print is not color accurate, this is a CMYK representation.
Please refer to Match or Pantone color chips for correct color

UPC/EAN codes are for FPO only, live verified codes to be 
set by Separator or Printer 
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02.11.03 First Presentation

02.24.03 Added mixing instr, application, and revised front copy

02.27.03 Removed "work" after patching from front and changed

some gray color on illustration to substrate color 

03.11.03 Added translated measurments to back panel 
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