
Portable Countertop Ice Maker
PRODUCT MODEL NUMBERS OVERALL DIMENSIONS

Because Haier America policy includes a continuous commitment to improve, dimensions are for planning purposes only.  For complete details, see Installation our products, 
we reserve the right to change materials and specifications without notice. Instructions packed with product.  Specifications subject to change without notice.

HPIMD25W  HPIMD25B  HPIMD25S

ICE MAKER INSTALLATION
The ice maker is designed for freestanding 
installation only. It should not be built-in. 
Allow a minimum of 1 inch on each side and
above the top of the ice maker to ease
installation and proper air circulation. Be 
sure to install your ice maker in a place which 
is strong enough to support the unit when
fully loaded.

ELECTRICAL CONNECTIONS
Important-for personal
safety, this appliance must be
properly grounded.
In the event of an electrical short
circuit, grounding reduces the risk of
electric shock by providing an
escape wire for the electric current.
This appliance is equipped with a
cord having a grounding wire with a
grounding plug. The plug must be
plugged into an outlet that is
properly installed and grounded.
Consult a qualified electrician or
service center if the grounding
instructions are not completely
understood. If doubt exists as to
whether the appliance is properly
grounded, have a qualified
electrician check the circuit to make
sure the outlet is properly grounded.

Do not, under any circumstances,
cut or remove the third (ground) 
prong from the power cord.

USE OF EXTENSION CORDS
Avoid the use of an extension cords
due to potential safety hazards
under certain conditions.

Model Cabinet Dimensions
Size A-Height B-Width C-Depth

1.4 Cu. Ft. 15.3” 11.4” 13.4”
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