
Distance from opening floor to centerline of
gas and electrical: 2"

4"
Distance (left) from opening centerline to

centerline of gas:

LC

Cabinet Opening
(not to scale)

14"

38"

22"

24"

5"

Provide hole in this
area for connecting

to 1/2" dia. pipe fitting

120V grounded
outlet.  Outlet
must be flush.

4"

2"

Distance (right) from opening centerline
to centerline of electrical: 5"

24"

Penetration into cabinet:

Cutout height:

Minimum cutout  location from floor :

Cutout width:

Minimum cabinet width:

Minimum cabinet depth:

Overall unit width: 

Overall unit height:

22 5/8"

39 1/4"

23 7/8"

1 5/8"

20 3/8"

14"

38"

22"

24"

24"

Distance from face of cabinet to
front of closed door handle:

Distance from face of cabinet to
outer edge of open doors(door swing):

Top overlap:

Bottom overlap:

Right side overlap:

Left side overlap: 15/16"

15/16"

0"

1 1/4"

Oven overlap distances when using
cutout dimensions listed above:

Overall Dimensions
(not to scale)

22 5/8"

39 1/4"

1 5/8"

23 7/8"

• Fits in standard 24" cabinet.
• Secure oven to cabinet through holes provided in trim.
(6 screws shipped with unit)
• Complete floor in oven opening is recommended to
prevent unusual drafts.
• Electrical requirements:  120 volts 60 Hz protected by
a 15 amp fuse or compatible circuit breaker.  Minimum
wire size is 14 gauge.  Copper wire only.  Unit is
supplied with a  40" long power cord having a 3-prong
grounding pug which exits from the cooktop in the
middle of the right.  A grounded and polarized 3-prong
receptacle should be made available. Individual branch
circuit serving the cooktop is recommended.

              See page 2 for additional information
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• Cutout in cabinet should be level and straight. There are no
provisions to level the unit after it is installed.
• Construct 5/8" minimum plywood floor flush with bottom of opening.
Floor must be level and straight and capable of supporting 250 lbs.
• For European style cabinets (flush front) the required clearance for
operation of the oven door is a minimum spacing of 7/8" between the
cutout and the door, hinge or drawer of the cabinet.
• Gas requirements:   Supply line should be 3/4" .  Unit is shipped from
factory for  use on natural gas.  Unit is equipped with built-in
conversion for use on LP gas.
- Supplied with 1/2" NPT female inlet on regulator.  Regulator supplied
with unit and a shutoff valve must be installed in an accessible
location.
- Gas pressure requirements: Natural gas- 5" WC min, 14" WC max.  LP
gas- 11" WC min, 14" WC max.
- Air for combustion enters at the extreme bottom front panel.  Do NOT
obstruct this opening.

• CWG3100AAB : Black.
• CWG3100AAE : Monochromatic White.

Oven Control Console

There must be 1" 
minimum between 
bottom of cabinet 
door and top of 
oven console.

Cabinet door

1" minimum from oven 
opening floor to top of 
cabinet door or drawer 
front.

1 1/2"
minimum
wide rail

Side View
(not to scale)

Cabinet door or
drawer front

Oven opening floor
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