





Unpack and inspect fan carefully to be certain

all contents are included.

Note: This fan is designed for 5 possible blade options;
blades are packed in a separate box.
Make sure you have received both boxes, fan and blades.

Mounting Bracket

Downrod

Canopy

Deco Ring

Yoke Cover

Fan Assembly B>

:.v' -) /V 5
,//—\\\
E % Bottom Plate

Blade Set (packed separately)

For Resin Blades For Extruded Alum. Blades

U R S

O d o oo

6 pieces per setin a box
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Hardware Bag

For Mounting Bracket:

Flat Washer x3 = =] =]
Spring Washer x3 @ ®

Machine Screw x2

®
|
Wood Screw x3 » /b /b

For Blade Installation:
Flat Washer x 19 (one spare washer included)

cC o v oo e e e
cC oo e oo o e

Blade Screw x 19 (one spare screw included)

RRRRRYRRIZRR
RRRIYIRRRIZRL

?

For Wire Connection:

wireNutx8 4§ 8 4 4§ 4 4 4 4

For Blade Balance :
Balanced Slide x 1

=
Weight Block (3G x 3) B

Remote Control

Hand-Held
Transmitter

Receiver

On-Wall DecoralIn-Wall
Bracket Bracket
(also includes (alsoincludes

machine screw for

self tapping screw
permanentinstall)

for permanent
install)

Hardware Bag

Wood Screw x 2
(For On-Wall Bracket)

Wall Anchor x 2 :
(For On-Wall Bracket)

Wire Nut x 3 9
Self-tapping Screw x 1 &
(For battery cover)

Self-tapping Screw x 1 ﬁ

(For On-Wall Bracket with permanentinstall)

Machine Screw x 1 §
(For Decora In-Wall Bracket with permanent install)
12V(A23) Battery x 1

(Packaged with Transmitter)




WARNING: blades should be at least 10 feet from floor

Note 1: Note 2:

Turn off power at breaker Use metal outlet box suitable

box to avoid possible for fan support.

electrical shock. Outlet box must support 35 Ibs min.

1. HANGING SYSTEM INSTALLATION

1A. Installing mounting bracket to ceiling outlet box

Install mounting bracket to outlet box in ceiling by using screws included with the
outlet box and washers from the hardware bag. Outlet Box ——»

Mounting
Bracket

1B. Installing Downrod and Yoke

(D Remove cross pin and cotter pin from downrod.
@ Loosen 2 downrod jam screws at yoke.

*Make sure the position of the Hex nut must be on side of set screw head
® Insert yoke cover, deco ring, canopy onto downrod as pictured below.

<+—Wires @Canopy

@ pDownrod Jam }> ﬁ

Downrod———»» Screws (2)

@ Cross Pin (Loosening) Deco Ring
=] o §'L..
@ Cotter Pin—»% C‘(}
Fan Assembly
Yoke cover

(@ Feed motor lead wires through downrod.
(® Insert downrod assembly into yoke and insert the cross pin through yoke & downrod, secure with cotter pin.

(® Tighten both downrod jam screws to secure downrod.
(@ Use a wrench to tighten the Hex nut against the yoke, so the jam screw will not loosen.

Pull down the yoke cover to cover yoke.

“ !D» y

d

@Downrod Jam

Screws (2)
(Tightening)
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1C. Hanging the fan

@ Lift fan assembly onto mounting bracket. (@ Rotate fan so that the groove on the ball engages

the ridge in the mounting bracket.
%%Mounting Bracket

<4+—Fan Assembly

IMPORTANT Attaching safety cable to ceiling joist

Use wood screw, spring washer, and flat washer
from hardware bag. Pass wood screw through
closed loop of safety cable. Secure wood screw Wowie oo
to ceiling joist through any available slot on /-8
mounting bracket. Make sure safety cable has

been tightened securely.

Flat Washer
Spring Washer
Wood Screw

Mounting Bracket . \Safety Cable

CAUTION: THE WOOD SCREW AND ITS
SUPPORT MUST BEABLE TO FULLY

SUPPORT THE WEIGHT OF AT LEAST 100 LBS. @J

2. WIRE CONNECTION

2-1. Verify that serial Number & Model Number match on the Receiver and Transmitter
NOTICE:

Many remote sets for DC fans look the same. This remote setis pre-paired and labeled at the factory, please note the
following before operation:

1a. The Remote Model Number on transmitter and receiver must be the same.

1b. The Remote Serial Number will be the same on a pre-paired remote set. If it is different, it will need to be paired
(See page 12)

2. The Fan Model Number label must be the same as the fan’s model number in front page (6HEP) for proper operation.
(There is no Fan Model Number on transmitter.)

3. Do not mix the remote sets if you are installing more than one fan.

3.Do not mix

1.REMOTE MODEL &
SERIALNUMBER | | FC880RS-DWF

2 FAN MODEL NUMBER (T

\ P13Y808082
FC880RS-DWF
[For 6HEP J| yyyyymumm
ﬂ P13Y808082

XN _

*Receiver *Transmitter

2-2. Insertreceiver into mounting bracket
NOTE: Do not squeeze all the wires while inserting the receiver into the mounting bracket.

Mounting
Bracket
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2-3. Making electrical wire connection

The standard lead wire is 54" long.
You may need to cut all 5 lead wires (from motor) to proper length & strip them for wire connection to
make it easier for Canopy installation.

Follow diagram below and make sure that all exposed wires are secured inside wire nuts.

Note: Wires from house may vary in color. If the house wires do NOT include a ground/earth wire
(bare or green)
and you are installing the optional Light kit #610, please consult an electrician. To prevent
flickering in the light, this unit must be grounded/earthed.
After wiring is completed, gently push wires into junction box with wire nuts pointing upward.

From House From Remote From Fan
Green [ -t i .t o D (:P = = T TS~ =TI = =+ = = = -f(-'";-nHang’e-rB:‘a—'“:Green
(house ground wire ) Q = s e e Ty st e = s s e = = Green

(from mounting bracket)

Black =¥ )
Black (ac-.) I D —] ( [ (Formotor)  White &= ‘ —{ White (For motor)|
White (acn) > [ =__While | (Formofor) —Gray 1> f§ —{Gray __(Formofor)
[ (ForLightKit) Blue = D —{Blue__ _(For Light Kit)
[ (For Light Kit) OrangeF= ‘ = Orange (For LightKit)]

|
0ggpo00
~20© 00

“ Special note: All Green grounding wires, from Hanger ball/Mounting bracket/Receiver,
must be well attached to House Ground/Earth to prevent flickering of LED. ”

3. CANOPY INSTALLATION

Screw (2)

3-2. Key Hole (2)
<4+—3-4. Deco Ring

Note: Two screws are installed on mounting
bracket for canopy installation.

3-1. Push up canopy until two pre-installed screws 3-4. Push decoring up to canopy, align holes on
on mounting bracket are engaged with two key canopy with nibs on deco ring, and push to snap in.
holes on canopy.

3-2. Rotate canopy slightly until two pre-installed
screws heads are engaged in the narrow end of key
holes.

3-3. Tighten both screws.
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4. BLADE INSTALLATION

Resin or Extruded Alum. Blades (6)

Attach blades to fan assembly by using flat washers & screws provided from hardware bag.
(* Repeat until all 6 blades are installed firmly.)

f<4——Blade Screw(3)
<4+—Flat Washer(3)

Extruded Alum. Blade(6)

Bnn ‘

5.BOTTOM PLATE INSTALLATION

For use with light kit: (#610) For non-light use:
5B. Attach the bottom plate by screwing it

5A. If you have purchased the optional Light Kit, please refer
to the Light Kit Installation instructions provided with the clockwise onto the light kit pan.

Light Kit, then resume these instruction at Step 6.

OPTIONAL LIGHT AVAILABLE

#610 Light Kit (sold separately)

R<—JST connector Inteqrated type:
| For Titan 11 WiFi & Liberator & Elegant/ Troposair

|

Follow the separate installation instructions
provided with the light kit package to attach
the light to the fan.

6. Turn on power at breaker box for remote setting. °{}" [Ejn’
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7. TRANSMITTER INSTALLATION

The enclosed Transmitter can be mounted in many ways:

1. On-Wall at any convenient location, see Section (2).

2. In-Wall in US switch boxes (multi-gang and single-gang decora), see
Section (3).

3. Either way can be still used as a Hand-Held transmitter, or

4.1t can be Permanently Stationed either On-Wall or In-Wall, see Section (4).

(1) HAND-HELD TRANSMITTER ASSEMBLY

1-1. Open the front cover of 1-2. Install the 12V battery. (provided) 1-4. Reinstall the front cover
Hand-Held. 1-3. Note the location of the Dimmer/On Switch. | and secure into place using the
(Factory default is set to Dimming) small self-tapping screw from
Set dip switch in D position for LED Dimming. the hardware bag.
Set dip switch in O position for LED ON/OFF only.
T
=107 =197
2ls 2ls
1/5\4 \2 3/ 1/5\4 (Screw compartment
1 4 hole is for permanent
/5\ ol &= |D ——— L install either On-Wall
= or In-Wall, see
C_J / Section (4).)
12v
< Front cover o
I 12V ~:;:—
1-3 0<>D
& & )
1-212V battery |
D 1-4 i Self-tapping screw
%_na& @ - %—E&{ 77777 ws

A. On-Wall Mount

(2) ON-WALL BRACKET INSTALLATION

2-1. Position the bracket on the wall where desired, 2-2. Snap the Hand-Held onto the On-Wall Bracket by
with the single post at the bottom as shown, secure aligning 3 posts to three recessed holes in back of
the bracket with the two Wood Screws provided. Hand-Held.
(Wall anchors are for concrete wall.) j
/ Wall Anch - C]
et L ('@ Wood Screw On-Wall Bracket
/ On-Wall Bracket Wl [lHand-Held

IMPORTANT: Single post of wall bracket must be downward.

You have completed the On-Wall Mount installation.
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B. Decora In-Wall Installation (for U.S.A.)

(3) DECORAIN-WALL INSTALLATION (USA)

Warning: Turn off power at breaker box to avoid possible electric shock.

3-1. Remove the wall plate by loosening screws from | 3-2. Uninstall the wall switch from the switch box by
the wall plate. (Keep these screws for step 3-6.) removing two screws from the switch box. (Keep these
Note: Can be installed in single- or multiple-gang |screws for step 3-5.)

switch box.

g

Warning: Make sure the power is turned off at the breaker box before touching anything in this box.
Caution: If you are uncomfortable identifying and connecting 120V AC wiring connections, we recommend you

hire a licensed electrician to perform this installation. @ wires to ceiling

WALL

Caution: The following wiring instructions are valid for a SWITCH (o o
simple on/off toggle switch in a single gang box. BOX[Q Lo
Caution: If your switch has more than two wires (not counting
any ground wire or jumpers), we recommend hiring a licensed
electrician to identify and complete the wiring connections.

e sty

3-3. Remove the wall switch from the switch box, and 5 HE%C'
disconnect the following wires from the wall switch: = \ \\\\\\&‘\\-
® Remove Black wire that goes to ceiling junction box o /@ OQ ¢
(® Remove Black wire(s) that comes from AC source @'v&i'res to AC source  Also (ri??rc;vse;str)ound
3-4. Connect the Black wire that goes to the ceiling @ wires to ceiling
box to the Black wire(s) from the AC source using SWITCH N
the wire nuts provided. BOX

Note: Ground wires are usually twisted together in the box and White (AC-N) | [l | Black (AC-L)

do not require wire nut. If your ground wires are separated,
connect them with a provided wire nut.

Note: The White wires (neutral) should remain tucked in the
back of the box.

Bare (Ground)

Note: Make sure that all exposed wires are secured inside wire nuts. T
Carefully tuck wires neatly back into switch box. (@ wires to AC source

IMPORTANT: FAN’S REMOTE RECEIVER IS NOW DIRECTLY CONNECTED TO
AC POWER. ON/OFF IS NOW OPERATED BY REMOTE TRANSMITTER.

3-5. Install the Decora In-Wall bracket onto the switch | 3-6. Install the wall plate onto the switch box and
box with the single post at the bottom as shown, and attach the screws removed from step 3-1.

attach two screws removed from step 3-2.

(If in a multiple-gang box align the bracket using the
wall plate first, then tighten the screws.)

DecoralIn-Wall Bracket
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3-7. Snap the Hand-Held onto the In-Wall Bracket by aligning 3 posts to three recessed holes in back of
Hand-Held.

@

Hand-Held

Decora In-Wall Bracket

You have completed the In-Wall Mount installation.
The next section (4) details how to make it a Permanently Stationed control.

(4) FORPERMANENTLY STATIONED CONTROL

(For school, hotel or public facility so the hand-held cannot be easily removed.)
4-1. Open battery cover of Hand-Held by 4-2.

removing the self-tapping screw. Using the proper screw for the bracket used, attach the Hand-Held
to the bottom post of the bracket through the screw compartment
hole.
] A. On-Wall Bracket: Use provided self-tapping screw.
B.In-Wall Decora: Use provided machine screw.
vz
-n A. On-Wall Bracket
2|3
~ — /
Front cover ]/5\4 /J‘ |
7 [9]
- A e
N BB
41 e
R "2 /N
| On-Wall Bracket 7‘ B Screw compartment hole
v
i Self-tapping screw /ﬁ --- @@ Self-tapping screw
/L 12v
=" = -
Ef%,\_ﬂ ﬁ{b ﬁ . ////
a1
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4-3. Snap the cover back onto
B. In-Wall Decora the transmitter and secure with
Hand-Held small self-tapping screw
E removed in step 4-1.
Wall plate —»ﬁ I | |
/_\
ﬁ:: [ ———
T
Screw \QIS,
ﬁg:r;partment 1/5\4 X =10
2|3
~ —
ot [Jft--«® 1, 4
Machine /5\
______ ll]l]]]]]lI‘B 12V screw
Machine screw
1l=._ h (Front view) :]
(Side view) )
4_2 [ D
| i |
Front cover :
é Self-tapping screw

Turn on the power at breaker box, the fan is ready for operation!

O{}N 5 ‘n’

=
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(5) OPERATIONAL INSTRUCTION

Warning: DO NOT PRESS THE () BUTTON FOR MORE THAN 4 SECONDS TO AVOID FACTORY
RESET AND THE LOSS OF PRE-PAIRED PROGRAMING OF RECEIVER AND TRANSMITTER!

All the button pressed will have a Beep sound and the red indicator light will turn on.

5-1. Indicator

/——'-_5\1'mdlcator 5-2. Press ® button to turn the fan ON/OFF.
, N Note: On every startup, the fan will move
O 5-2. ON/OFF - Fan forward & backward for 2~3 seconds.
(=] SR 5-3. Reverse switch
=To: 5-5. WiFi Paring 5-4. Short press for Light ON.
‘ ‘ 5-6. Light Off / AP Mode Hold the button for dimming the light.
2|3 5-5. WiFi Pairing
~ — (long press for 5 seconds, see more
1/5\4 information for WiFi setting in step 9.)

5-7. Fan Speed
(1-Low Speed —» 5-High Speed) .
5-6. Short press for Light Off / long press for

AP mode.
:] (See more information for WiFi setting in

- = step 9.)
il ; 5-8. 12V battery (23AE/A23)

P ! included, install in front

5-7. Fan Speed: 1- Low Speed —> 5- High Speed
- 5-8. 12V battery (23AE/A23) included,
install in front.

NOTE: Make sure the DIP switch is on dimming position. (See 1-3 in Page 7)

Note: Press () button to turn the fan ON/OFF. The remote retains the last settings
(fan speed and light dimming level) in memory. Switch the fan ON/OFF by main
power will operate at initial setting. (fan off and light on)

TROUBLESHOOTING

Inthe event the fan does not operate properly, please perform the following steps.
1. Lower the canopy and check that all wires are connected properly.
2. Perform the remote Pairing Process at step 8-1 on P12.

From House From Remote From Fan

- - = _— =

_______ — I — —f_ ¥ =¥ T o ta tz = e 7 . Te = T oo . To = ’-]Green
Green [z iz iz LiiiiE— D v (from Hanger Ball)
—f i = = - T o =TI = - T Tam s TS S — =z

F = == % % = IGreen

(from mounting bracket)

Black == Q = Black For motor

Black (ac-L) I D — ( [ (Formotor) — White = D — White (For motor)]
White (ach) [ 1— B = White | (Formotor) Gray = [ —{Gray _(Formofor)

0 (For LightKit) Orangel—= D — Orange (For Light Kit)]




8. REMOTE PAIRING PROCESS

The Pairing Process is only necessary when there is an issue. Remote setis pre-paired from the factory and
should not require the Pairing Process.

A fan may need to have “Pairing Process” performed for the following issues.

1. Replacing the transmitter.

2. Replacing the receiver.

3. Multiple fans on the same circuit.

(In multiple fans situation, each fan must be wired up individually for the Pairing Process; see step 8-1.)

8-1. PAIRING PROCESS FOR TRANSMITTER AND RECEIVER:

OFF

1. Switch off the main power { [@jﬁ and make sure fan has completely stopped.
2. Install a New receiver or install the battery in a new transmitter before the Pairing Process.
3. Switch on the power again, and immediately:

Press and hold the ® button for 8 seconds until the Receiver “Long Beeps”.
This process must be done within 20 seconds after switching on the power.

This fan has completed the pairing successfully and the fan is ready for operation!

8-2A. Pairing Process for Multiple fans (One transmitter for multiple receivers)
If you wish to use only one transmitter for two fans, simply wire up both fans at one time
and perform the Pairing Process at step 8-1 from a point between the two fans.

| (operating now)

8-2B. Pairing Process for Multiple fans (One transmitter for one receiver)
The Pairing Process must be performed on each remote set (transmitter and receiver) individually.
See the set up at step 8-3.

8-3. TO SET UP REMOTE FOR #1 FAN
Make sure to turn off power at breaker box.O{F}F

Disconnecting wire from #2 fan.
Before starting the remote control setting process, lower the canopy of #2 Fan and disconnect the Black wire.
Put the wire nut on the black wire from the house.

| #1 Fan is ready for setting.

: i M Y
Turn on power at breaker box and #1 Fan is ready for pairing. § Ej
*See the remote control setting process 8-1 to set up #1 Fan.
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8-4. TO SET UP REMOTE FOR #2 FAN

OFF(E— |
Make sure to turn off power at breaker box.{} @’H

Disconnecting wire from #1 Fan
Disconnect the Black wires from #1 Fans and connect the Black wires back to #2 Fan that you remove from 8-3.

(Disconnecting)

X Mounting Bracket

Canopy {}
#1 Fan #2 Fan

% — an] o — —= B

Mounting Bracket

#2 Fan is ready for setting

Turn on power at breaker box and #2 Fan is ready for setting. CZ}N En
*See the remote control setting process for 8-1 to set up #2 Fan.

8-5. RECONNECT ALL FANS

Make sure to turn off power at breaker box. "y @ﬂ

After all the fans have done the resetting process, reconnect all the wires for #1 fan & #2 fan,
and lift up the Canopy of #1 fan & #2 fan.

e B

Mounting Bracket

#1 Fan

am §

#2 Fan

= || (operating now)

(operating now)

NOTE: For more than two fans, the same rules apply. Make sure only one fan at a time is
connected to power when doing the Remote Pairing. Already completed fans should be
disconnected until all fans have completed the Remote Pairing process.
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9. WIFI PAIRING
A. Installation B. Register an account and log in.
tﬁaf

You can scan the QR code below to download
the Smart Life app.

You can also search “Smart Life” in major
application markets to install the app.

C. WiFi Connect

NOTE: You must turn on the ”Location Services” before WiFi pairing.
1. First ensure that WiFi can be used normally and you have the password.
2. Click “Add Device”, first select “Small Home Appliance” | then select “Fan”.
9:40 7 wl T - 914 il F -
o 0 + e Add Manually  Search for Dest =
Electrical 455} : |
Engineeri... -3
Small Z o
. Lighting
Home Appliance o
Larga
‘Small Dilfusz Masquits Warming
Home Az, Lamp Table
Kitchen ol
Appliance
Security Tasthbrus 1 Tea har
& Bensor |L|.'h-- | ching
Excreise
& Health i ! !
¢ e -2
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3. Press and hold the “” button of the transmitter for more than 5 seconds. Wait until the
ceiling fan receiver emits “BeeBee” continuously. The remote makes this noise instead of
a blinking indicator as described in the app.

) L 1)

D)

4. Select the correct WiFi source, then enter the WiFi password and click “Confirm” to wait while
“Connecting”.

oMy wll T 94 wl F W
Cancel Pairing Mode &= Cancel
Reset the device first.

Enter Wi-Fi Password

Please tum on the device and confirm that

indicator is blinking slowly.

Attention: please complete pairing process -
within 3 minutes after device reset. |
2.4GH: 5GH:
v X

Only 2.4 GH7 Wi-Fi netwarks 5
are supported

= Asus RT-N12

Resetting Devices >

& Password

Confirm indicator rapidly blink
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5. Wait for a successful connection.

9N T - 94T wll F W
Cancel Cance!
Added.
Connecting...

I: v ' Smart Celling Fan #
Place your router, mobile phone, and . Device addod successfully

device as close as possible

7%

Rec o Smart Cloud
iitializing

NOTE: In case of above WiFi Pairing failed, please follow below and
pairing.

1. Press and hold the “| Q *|” button of the transmitter for more than 5 seconds. Wait until the
ceiling fan receiver emits “BeeBee” continuously.
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2. Select Pairing Mode “AP Mode” on mobile device.

EHAEY

Cancel Pairi

Reset the device first.
Please turn on the device and confi +Il % @D

indicator is blinking slowly. Pairing Mode =
Attention: please complete pairng pro
within 3 minutes after device reset.

AP Mode

Resetting Devices >

Confirm indicator slowly blink Confirm indicatorslowly blink

3. Select the correct WiFi source, then enter the WiFi password and click “Confirm” to
wait while “Connecting”.

941
Cancel

wll 7 9Mg wll 7

Cancel

Enter Wi-Fi Password Connect your mobile

phone to the device's
| = hotspot

1. Connect the phong to the holspot

2.4GH: BGHz shown below.
v x

Qnly 2.4 GHz Wi-Fi networks
are supportad

3

v SmartLife-XxXxx = @

= Asus RT-N12

(5 Password

P17




4. \Wait for a successful connection.

9:41 v T - 9T all F .
Cancel Cance!
Added.
Connecting...

'_ ' Smart Celling Fan #

Place your router, mobile phone, and . Dovice added successfully
device as close as possible

7%

Reg e to Smart Cloud
itializing device..

D. More Details and Multiple Users

1. In the App’s Main Control Panel, click the “2 ”in the upper right corner for more functions.
a. Tap on the icon or name to change either.
b. Tap “Share Device”, “Add Sharing”.

SOy T 9:53 7 T 9:51 wlw

£ Mare Cancel Device Sharing

< AtmoSync AC /0
e Check Device Network Chack Mow

If a permanant resident in your home has an acoount, we

recommend that you set the account 2= a family

mamber and share all your family devices and smart
scenaring with the family member.Family Setrings

Third-party Contro

e
Alana Google

Aasistant

Others

Off Share Device

Create Group
Device Informatian
Feedback

Add to Home Screen

Check for Firmware Upgrade

Remove Device

et Add Sharing|
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2. Enter the phone number of another Smart Life user, and click “Completed” to share.
Hint: The simplest way to share multiple devices with multiple users is to log in as a public account.

9:617 FOE A N

4 Add Sharing Done

Country/...  Taiwan (China) +886

Account

NOTE: This method requires the other users have the “Smart Life” app installed.

E. For more information, go to the “Me” - “FAQ & Feedback” in the app to learn.

9:40 7 W .

O Tap to Set Nickname
farTy

Home Management

Message Center N
FAQ & Feedback
More Services
Settings g
Me
o~ 0 5

Home Smart
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