HOW TO INSTALL YOUR NEW CYLINDRICAL LOCK.

NEW LOCK INSTALLATION:Follow steps 1 through 4 to prepare door and frame. Doors thicker than 17/8”require special locks.

REPLACE AN EXISTING LOCK:Use card board template and latchbolt to check sizes of existing holes. Enlarge if necessary with wood rasp or similar too |
Use existing strike when possible

1. MARK DOOR

Mark heightline of latchboit on edge of door.

2. BORE TWO HOLES

Bore a 21/8” hole

6. ADJUST ROSE

Rotate outside rose in or out
depending on door thickness.

7. INTERLOCK UNITS

Latch unit must be in place before installing
lock. Be sure lock housing engages with latch

Suggested height from floor 38~

prongs and retractor interlocks with latch bar.
Caution do not

attempt to mount
lock unit with door peanLocking

from both sides of

Rotate rose 1/8"
door. short of housing for

1 3/8" thick door.

DOOR EDGE Rotate out to 3/8"

for 1 3/4" door,
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MOUNTING
PLATE

® STANDARD LATCH

Depress knob catch with knob removal tool
provided, Push knob outward(Fig A) when you
feel pressure on the tool, Remove it and silde
the knob off of the spindle.

Chisel out for latch
plate, Plate must be
flush with door

step 1:Slip mounting
plate over spindle

—_ and fasten securely
edge. FigA & with two machine )
9 L PROJECTING screws. Pin tumbler cylinder locks are factory assembied
\ pagis  ROSE in knobs  for right or left hand doors as ordered.
If necessary, To change the hand of a lock so
Install latch so mumm CATCH that cylinder will be right side up.

beveled side of bolt
hits strike.

step 2:Snap rose over maunting plate. See following instructions :

With the key in the
cylinder, Turn the

knob in a clock-
wise direction and
hold. Turn key in
7 ~\ a counter clock-
=4 c % wise direction In-
sert knob removal
&N\ M\/ tool through hole
in knob hub and

Depress knob catch, then pull off knob.
Simply turn knob over and with key partly remo-

Remove of rose and mounting plate

4. INSTALL STRIKE

Mark vertical line and height line on frame
exectly oppsite center point of latch bolt
For T STRIKE:bole two 15/16 “ holes. 11/16
“ deep in frame on vertical line 5/16°
above and below height line 11/8”
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Slide rose and the mounting plate off of the
spindle(Fig B &FigC)
Fig B. snap on rose type
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step 3:Slide knob all the way onto

- — spindle till catch engages in the ved from cylinder, replace on spindle.

' A 5 /186” E Fig C.Threaded rose type slot. Slide knob up to knob catch to align a knob catch
= R — 2-3 /4" THREADED ROSE hole. Turn knob in a clockwise direction and key

{ ||/“ 5/16” in a counter clockwise drection and hold key, De-

., - \ et press knob catch and push knob into position
AN T SHAPE STRIKE 11 10 pebri —_ until it clicks.




