BILT HARD®

Electric Tiller 16 inch 13.5 Amp
Owner's manual& safety instructions
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BEFORE YOU START

A Please read all instructions carefully.
A Retain instructions for future reference.
& Separate and count all parts and hardware.

& Read through each step carefully and follow
the proper order.

We recommend that, where possible, all items
are assembled near to the area in which they
will be placed in use, to avoid moving the
product unnecessarily once assembled.

Always place the product on a flat, steady and
stable surface.

Keep all small parts and packaging materials for
this product away from babies and children as
they potentially pose a serious choking hazard.
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FEATURES

BILT HARD®

LIMITED 90 DAYS WARRANTYBILT HARD makes every effort to assure
that its products meet high quality and durability standards, and warrants
to the original purchaser that this product is free from defects in materials
and workmanship for the period of 90 days from the date of
purchase.This warranty does not apply to damage due directly or
indirectly, to misuse, abuse, negligence or accidents, repairs or
alterations outside our facilities, criminal activity, improper installation,
normal wear and tear, or to lack of maintenance.We shall in no event be
liable for death, injuries to persons or property, or for incidental,
contingent, special or consequential damages arising from the use of our
product. Some states do not allow the exclusion or limitation of incidental
or consequential damages, so the above limitation of exclusion may not
apply to you. This warranty is expressively in lieu of all other warranties,
express or implied, including the warranties of merchantability and
fitness.To take advantage of this warranty, the product or part must be
returned to us. Proof of purchase date and an explanation of the
complaint must accompany the merchandise. If our inspection verifies
the defect, we will either repair or replace the product at our election or
we may elect to refund the purchase price if we cannot readily and
quickly provide you with a replacement. We will return repaired products
at our expense, but if we determine there is no defect, or that the defect
resulted from causes not within the scope of our warranty, then you must
bear the cost of returning the product.This warranty gives you specific
legal rights and you may also have other rights which vary from state to

state.




14.TROUBLE SHOOTING GUIDE

Fault

Motor does not start

Possible causes

» No electricity in plug
* Cable defective

« Switch, switch/plug block
defective

+ Connections to motor or
capacitor disconnected

* Blade roller blocked

Rectification

Check line and fuse

Have machine checked by a
customer service center

Have machine checked by a
customer service center

Have machine checked by a
customer service center

If necessary adjust working depth.
Clean housing so that the roller can

run freely

Engine performance
drops

* Soilis too firm
« Carbonbrushes worn out

* Roller badly wom

Change working depth

Check by a customer service center

Replace roller

The Electric Tiller is
difficult to check.

« roller womn

+ Wrong working depth

Replace roller
Correct working depth

Motor is running,
roller is not rotating

« Gearing defective

By customer service workshop




Store the electrical tool in its original
packaging.

Cover the electrical tool in order to protect it
from dust and moisture. Store the operating
manual with the electrical tool.

12.DISPOSAL AND RECYCLING

The equipment is supplied in packaging to
prevent it from being damaged in transit. The
raw materials in this packaging can be reused
or recycled. The equip-ment and its
accessories are made of various types of
material, such as metal and plastic. Defective
components must be disposed of as special
waste. Ask your dealer or your local council.

Old devices must not be disposed of with
house-hold waste!

EE This symbol indicates that this product
must not be disposed of together with
domestic waste in compliance with the
Directive(2012/19/EU) pertaining to waste
electrical and electronic equipment (WEEE).
This product must be disposed of at a
designated collection point. This can occur, for
example, by handing it in at an author-ised
collecting point for the recycling of waste
elec-trical and electronic equipment. Improper
handling of waste equipment may have
negative consequences for the environment
and human health due to po-tentially
hazardous substances that are often con-
tained in electrical and electronic equipment.
By properly disposing of this product, you are
also con-tributing to the effective use of
natural resources. You can obtain information
on collection points for waste equipment
from your municipal administration, public
waste disposal authority, an authorised body
for the disposal of waste electrical and
electronic equipment or your waste disposal
company.

13.SPARE-PART ORDERING

Please quote the following in your order for
spare parts:

+ Type of device
« Article No. of deviceldent. No. of device
« Spare Part No. of the required spare part

Service information

Please note that the following parts of this
product are subject to normal or natural
wear and that the fol-lowing parts are
therefore also required for use as
consumables.

wear parts*: Brush Assemblies, Blade Roller

*Not necessarily included in the scope of
delivery!
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Check the electrical connection cables for
damage regularly. Make sure that the
connection cable does not hang on the
power network during the inspection.
Electrical connection cables must comply with
the applicable VDE and DIN provisions. Only
use con-nection cables with the marking
"HO5VV-F".

The printing of the type designation on the
connec-tion cable is mandatory.

AC motor

* The mains voltage must be 120V/60Hz

« Extension cables up to 25 m in length
must have a cross section of at least 1,5
mm’, above 25 m at least 2,5 mm’

+ The mains connection is protected with a
16 A slow-blow fuse.

Connections and repairs of electrical
equipment may only be carried out by an
electrician.

Please provide the following information in
the event of any enquiries:

« Type of current for the motor.
* Machine data - type plate.
* Motor data - type plate

10.CLEANING AND
MAINTENANCE

Danger!

Always pull out the mains power plug before
starting any cleaning work.

Cleaning

* Keep all safety devices, air vents and the
motor housing free of dirt and dust as far
as possible. Wipe the equipment with a
clean cloth or blow it with compressed air
at low pressure.

* We recommend that you clean the device
immediately each time you have finished
using it.

+ Clean the equipment regularly with a
moist cloth and some soft soap. Do not
use cleaning agents or solvents; these
could attack the plastic parts of the
equipment. Ensure that no water can seep
into the device. The ingress of water into
an electric tool increases the risk of an
electric shock.

Carbon brushes

In case of excessive sparking, have the
carbon brushes checked only by a qualified
electrician.

Danger! The carbon brushes should not be
replaced by anyone but a qualified
electrician.

Maintenance

« A worn out or damaged cutting unit
should be re-placed by an authorised
expert.

Take care that all fastening elements
(screws, nuts, etc. ) are firmly tightened, so
that you can work safely with the Electric
Tiller.

Store the Electric Tiller in a dry place.

For longer life, all screw-fastened parts,
such as wheels and axles should be
cleaned and subse-quently oiled.

Regular servicing of the implement not
only se-cures longer endurance and
performance, it also contributes to an
accurate and simple dig up of your bed.

At the end of the season, carry out a
general check of the Electric Tiller, and
remove all residue col-lected. Before the
start of every season, it is ab-solutely
necessary to check the state of the ma-
chine.Contact our Customer Service if
repair work is necessary.

11.STORAGE

Store the device and its accessories in a dark,
dry and frost-proof place that is inaccessible
to children. The optimum storage
temperature is between 5 and 30°C.
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