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安全法规列项
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序号 项   目 检查

NOISE

RoHS √

CSA

cETL

UL

EMC(FCC)

USDA

CPSC / OSHA

EPA

CARB

EVAP

CCC(3C)

其他

江 苏 苏 美 达 机 电 有 限 公 司
SUMEC MACHINERY & ELECTRIC CO., LTD.

技术要求:

1.图中蓝色线条为裁切线；
2.尺寸未注公差为：±0.2mm；
3.使用环境温度为：-20℃～80℃；
4.有害物质含量要求符合ROHS的相关要求；
5.耐水以及耐候性要求符合ANSI/UL 969-2001的相关规定；
6.印刷内容要求与图纸文稿一致，正确清晰，并且手指用约18N的压力在表面来回搓或挤压10次后，印刷内容必须仍然清晰可读；
7.耐磨性要求：用厚度为2mm、边倒角为0.4mm钢刀片的25.4mm圆弧部分，以约9N压力在跨越印刷及边缘部位来回刮擦10次，
  并且刀片与被试验的表面要求成右倾角度，试验后要求应保持在原位置，不应被撕裂或受到其他的损伤。
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图纸上显示的设计和技术信息属于江苏苏美达机电有限公司财产，
未经江苏苏美达机电有限公司书面同意，不得拷贝、复制、泄露、
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8.QUV要求：油墨抗紫外要求根据 GBT 22771-2008 《印刷技术 印刷品与印刷油墨用滤光氙弧灯评定耐光性》达到5级以上。
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lelAMAN® QUICK START/ STOP CUIDE 

The Quick Start/ Stop Guide is not a substitute for reading the manual. The manual includes instructions that you must 
follow to use the product safely. 
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Cover (Not Shown) 
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PREVENT CARBON MONOXIDE (CO) POISONING 

(1) 

(1) 

Move generator to an open outdoor area downwind. 
point exhaust away from homes. Don't run generator 

----

in enclosed areas (e.g. not in house or garage). Air 
out premises (open windows and doors) before 
reoccupying property. 

20 ft. (6 m) min. 

Main Selector 
Switch 
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TO RESTORE POWER USING EXTENSION CORDS 

... 
Ill 

120V 
OUTLET 

• Clil 
l. Only use grounded cords marked for outdoor use rated for your loads. 
2. Follow cord safety instructions. 
3. Install carbon monoxide alarm(s). 
4. When operating portable generator with extension cords, make sure 

portable generator is located in an open, outdoor area, at least 20 ft. 
(6 m) from occupied spaces with exhaust pointed away. 

5. Extension cords running directly into your home, powering indoor 
items IS NOT RECOMMENDED. 

REGULATOR COVER INSTALLATION 

BATTERY CABLE CONNECTION 

£ DANGER! Engine exhaust contains carbon monoxide, a poisonous 
gas that will kill you in minutes. You cannot smell it, see it, or taste 
it. Even if you do not smell exhaust fumes, you could still be exposed 
to carbon monoxide gas. 

• Extension cords running directly into the home increase your risk of carbon 
monoxide poisoning through any openings . 

• If an extension cord running directly into your home is used to power indoor 
items, the operator recognizes that this increases the risk of CO poisoning to 
people inside the home and assumes that risk. 
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