











Drill pilot holes on the marked spots

Use an electric drill to punch three 6mm holes at the marked spots, and then apply wall
anchors with hammer. (6mm drill bit, drilling depth in 5mm)

Use an electric drill to punch three 10mm holes at the marked spots, and then apply wall
anchors with hammer. (10mm drill bit)

Insert the screw

Connect the power

Cut off the plug of the wire and peel off the outer layer. There are three power wires: A.live
wire (Black) B.Neutral wire (White) C.Ground Wire (Green). You can connect the wires to
standard switched lighting circuit.

Mount the mirror on the wall and ensure it is sturdy

Hang the mirror on the hanging board, making sure the hanging board is in the middle.




PRODUCT SPECIFICATION

Single color lights

PRODUCT SPECIFICATION

PARAMETER

SPECIFICATION

Color Temperature
(Tricolor lights)

3000K-6000K

Color Temperature

(Single color lights) 6000K
Input Voltage AC100-120V
Output Voltage 12v DC
CRI =90 Ra
Working Temperature -10~45C

Life Span 25000 hours
Anti-fog Yes
Safety Compliance ETL
IP Rate P44
Mirror Glass 5 mm

Wiring Method

Hardwired / Plug In

Switch

Touch Sensor Switch

. . Lumens Lumens
Dimension Watts (front-lighted) (backlit)
Round ¢24” 36W 2080LM 2130LM
Round ¢28” 36W 2490LM 2570LM
Round ¢32” 48W 2900LM 2943LM
Round ¢36” 48W 3347LM 3551LM
Round ¢40” 48W 37141LM 3820LM

Oval 24"L x 32"W 48W 2750LM 2791LM

Oval 24"L x 36"W 48W 28941LM 2937LM

Oval 30"L x 40"W 60W 3238LM 3364LM
Tricolor lights

. . Lumens Lumens
Dimension Watts (front-lighted) (backlit)
Round ¢24” 36W 2261LM 2309LM
Round ¢28” 36W 2977LM 2980LM
Round ¢32” 48W 3160LM 3409LM
Round ¢36” 48W 3530LM 3913LM
Round ¢40” 48W 3898LM 4011LM

Oval 24"L x 32"W 48W 2970LM 3004LM
Oval 24"L x 36"W 48W 3020LM 3245LM
Oval 30"L x 40"W 60W 3399LM 3532LM

Mounting Method

Wall Mount
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