
Part No. Power Input Voltage Luminous
 Flux

Luminous  
Efficacy CCT Viewing

Angle Ra PF Warranty

TS-LHB5-1.3FT110W-H-TCP 110/95/80W

AC120-277V

14850lm/12825lm/
10800lm

14850lm/12825lm/
10800lm

22275lm/16200lm/
12150lm

303751m/22275lm/
13200lm

303751m/22275lm/
13200lm

33750lm/30375lm/
27000lm

33750lm/30375lm/
27000lm

14850lm/12825lm/
10800lm

14850lm/12825lm/
10800lm

22275lm/16200lm/
12150lm

303751m/22275lm/
13200lm

303751m/22275lm/
13200lm

33750lm/30375lm/
27000lm

33750lm/30375lm/
27000lm

135lm/W 3500K/4000K/5000K 90° >80 >0.9 5 Years

TS-LHB5-2FT110W-H-TCP 110/95/80W

TS-LHB5-2FT165W-H-TCP 165/120/90W

TS-LHB5-2FT225W-H-TCP 225/165/120W

TS-LHB5-3FT225W-H-TCP 225/165/120W

TS-LHB5-3FT260W-H-TCP 250/225/200W

TS-LHB5-4FT250W-H-TCP 250/225/200W

TS-LHB5-1.3FT110W-H-MV-TCP 110/95/80W

AC120-347V

TS-LHB5-2FT110W-H-MV-TCP 110/95/80W

TS-LHB5-2FT165W-H-MV-TCP 165/120/90W

TS-LHB5-2FT225W-H-MV-TCP 225/165/120W

TS-LHB5-3FT225W-H-MV-TCP 225/165/120W

TS-LHB5-3FT260W-H-MV-TCP 250/225/200W

TS-LHB5-4FT250W-H-MV-TCP 250/225/200W

 Chain Installation 

Terminal cap

     TO
   SOURCE
  120-277V
  120-347V
  347-480V

AC-L (BLACK)

AC-N (WHITE)

GRD  (GREEN)

PINK (DIM-)

PURPEL (DIM+)

DIMMINGFIXTRUE

1.Hook the chain as below pic. 2.Insert the hook into the slotted holes, as shown 
below.

3.Hook up the chain on the ceiling anchor.
4.Turn off power,and make wiring connections with 
terminal cap(see wiring instrucion below).

Chain
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5.Insert the terminal cap and wires into the driver box. 6.Insert the wire terminal joint to the wire entry. 
Installation completed.

7.CCT/Power Changing.

POWER
CCT

JONATHAN Y


