



























































HOW TO ADJUST HYDRAULIC HINGES

Open the hydraulic hinge cover and adjust the cabinet door by fasten-
ing or loosening the screws accordingly.
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Adjust hinge

1. Adjust the screws on
hydraulic hinge, ensuring the
cabinet door locates perfectly.

2. Fasten the screws

Installation Completed
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8-9 8-10

Install the side panels at both ends
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After the cabinet door is
installed, Insert the plug of .
the wire under the electrical
control box into the socket

on the cabinet door. |

42 43



RECESSED MOUNTING

Use the plug to connect the power. 9 - 1
Step 1

Ensure the cabinet is level

Mark the placement of the cabinet
« Plug-in: SR
Before hanging the cabinet securely, plug the power cable to a standard socket. P P~ - N 1
N 7 ! N R I |
/ : I 1 i
/ : | \ |
[ 1 ! \ !
. | | | ! 1
\ ! : / |
\ N L i
\ Tl (i !
N Tl !
AN \/ e ;

Note: Please hang the cabinet at least 3 inches above the faucet.
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a. Mark the center stud;

b. Saw it for cabinet to rest on;

c. Add additional 2 studs on the top and at the bottom of
the opening to support the cabinet;

d. Two more studs on both sides for the cabinet to be
secured on.
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9-3

Place the mirror
cabinet into the wall

Mark spots for mounting
hydraulic hinge
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9-4

Choose appropriate drill bits that match the thickness and material
of the wall to ensure secure mounting.
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Thickness of Wall :

Recommended Drill Bit :

>5/8" (16mm)

1/4" (6mm) drill bit,
drilling depth in 131/32" (50mm)

5/16" (8)-5/8" (16mm)

25/64" (10mm) drill bit

<5/16" (8mm)

Unapplicable

Take out the cabinet
box and drill holes at
the marked spots.
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Install wall anchors
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Place the mirror
cabinet into the wall
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Connect the power:

You can connect the wire to a standard switch lighting circuit.

« Hardwired

Cut the head off the plug and hardwire it into an outlet.

BLACK WIRE --- POWER SUPPLY L (HOT)

WHITE WIRE --- POWER SUPPLY N (NEUTRAL)

GREEN WIRE --- POWER SUPPLY E (EARTH)
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WARNING: This mirror must be earthed.
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Reminder: Please make sure the power
is cut off before installation.

Set screws

9-5

Apply stickers to cover
the screwheads
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HOW TO ADJUST HYDRAULIC HINGES

Open the hydraulic hinge cover and adjust the cabinet door by fasten-
ing or loosening the screws accordingly.

Press the hydraulic hinge into place.
Once you hear a click, it indicates
that the installation is complete.
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9-7

Adjust hinge
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After the cabinet door is
installed, Insert the plug of
the wire under the electrical
control box into the socket
on the cabinet door.

1. Adjust the screws on
hydraulic hinge, ensuring the
cabinet door locates perfectly.

2. Fasten the screws

Installation Completed
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