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PRODUCT ASSEMBLY

7 Pass the Part J Burner Assembly through the opening of Part B Table Top. Align the Control 
Panel with the holes at the opening of Front Panel with 4 pcs of Hardware #4 Bolt, 4 pcs of 
Hardware #5 Washer and 4 pcs of Hardware #6 Nut.

8 Open the Part F Door Panel . Place the gas cylinder into the Part I Gas Cylinder Support. 
Connect the regulator and screw the Black Handle clockwise to tighten. Turn the Black 
Handle counterclockwise to remove. The knob on the Control Panel is turned all the way to 

Secure gas cylinder by tightening the Hardware #7 Gas Cylinder Retaining Bolt found on the 
Part I Gas Cylinder  Support  clockwise so that gas cylinder cannot move from side to side or 
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PRODUCT ASSEMBLY

9 Place Part K Lava Rocks around the burner. 
NOTE: Leave the pilot box uncovered by the lava rocks.

10 Carefully place the Part A Lid Part B Table Top has cooled 
COMPLETELY after use or when not in use to protect it from the elements.

NOTE: Allow 60 minutes after use for fire pit to cool down before placing the lid onto the fire bowl to 
prevent scalding.
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1. Always perform the leak test as described below before lighting this appliance or each time the 
   cylinder is connected for use.
2. Do not smoke or allow other sources of ignition in the area while conducting a leak test.
3. Conduct the leak test outdoors in a well-ventilated area.

5. Do not use this appliance until any and all leaks are corrected. If you are unable to stop a leak, 
    disconnect the propane supply and call a gas appliance service shop or your local propane 
    gas supplier. 

LEAK TEST

cylinder / regulator connection gas valve / bellows connection

 

 

gas valve / regulator hose connection inlet tube / bellows connection

To perform a leak test:
1. Make 2~3 oz. of leak solution by mixing one part liquid dishwasher detergent and three parts
    water. Noted: make sure control knob is “OFF”.
2. Apply several drops of solution where the cylinder attaches to regulator, inspect the solution 
    at the connection looking for bubbles. If NO bubbles appear, the connection is secure. If   
    bubbles appear, the connection has the leak, disconnect the regulator, reconnect, perform 
    another leak check. If you continue to see bubbles after several attempts, cylinder valve is 
    defective and should be returned to cylinder’s supplier.
3. Apply several drops of solution where gas valve attaches to bellows, where gas valve
    attaches to regulator hose, and where inlet tube attaches to bellows. If NO bubbles appear, 
    the connections are secure. If bubbles appear, the connection has the leak, disconnect, 
    reconnect, and perform another leak check. If you continue to see bubbles after several 
    attempts, both parts are defective and should replace with the new ones.
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LIGHTING YOUR FIRE PIT TABLE

25cm (10 in.)

5cm (2 in.)

Important: Ensure the glass wind guard (if applicable) is in place and the burner area is clear of 
any debris or covers before starting.
1. Pre-Lighting Checklist
       Check the Knobs: Ensure the control knob on the table is in the OFF position.
       Open the Door: Open the tank storage door to access the propane cylinder.
       Gas Supply: Connect the regulator to the gas tank. Slowly turn the valve on top of the tank to      
       the ON (open) position.

2. Standard Ignition (Piezo/Auto-Start)
       Push and Turn: Push the control knob in and turn it counter-clockwise to the HI (or Ignition) 
       position. You should hear a continuous clicking sound.
       Hold to Prime: Keep the knob pressed inward for 15 seconds. This allows gas to reach the    
       burner and the safety thermocouple to heat up.

       Try Again: If it doesn’t light, repeat this process 2 or 3 times.

3. Manual Lighting (Match/Lighter)
    If the auto-igniter fails, wait 5 minutes for any accumulated gas to dissipate before trying this:

       Push and turn the control knob to HI. The burner should ignite immediately.
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Safety Warnings

smell gas at any time, turn the tank off immediately and do not attempt to light the 
appliance.

     between 5cm (2 in.) and 25cm (10 in.) high.

     on the gas tank.



CARE AND MAINTENANCE
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re you perform the following 
activities on a regular basis:

   replaced.
rosive cleaning agents. 

culating air passageways clean. 

 This dangerous condition can 
ean burner holes by using a 

ear away small particles. 
arm soapy water if any carbon 

    deposits develop.
 use to protect it from the 

    elements.
  

    weather cover or when you attempt service or maintenance.
d or stored in a storage area.


