
Pre-installation Instructions Immediate Inspection After Receiving Your Faucet

Tools Need (No Included)

Cross Screwdriver Wrench

Installation Guide

STEP 6 STEP 7

Need helps with parts, assembly, support or warranty?
Please contact us at service@forious.com 
We're confident in solving problems and dedicated to top-notch service.

STEP 1              Before installation, first screw the hot 
and cold water supply hoses onto their 
corresponding faucet outlets. 
Then attach the mounting nut to the base 
of the faucet.

STEP 2

or

Deck Plate

STEP 3

1 Hole Sink 3 Hole Sink

              Insert faucet body through 
sink/countertop hole. 
Optional: Install base plate if needed.

              Install rubber washer, metal 
washer, and mounting nut into the bottom 
of the faucet in turn.

STEP 4              Use a cross screwdriver to 
tighten screws.

              Open the valves for hot and cold 
water to ensure normal use.

               Turn on the faucet
and allow water to run for 
15 seconds. Check if the 
faucet is working properly 
or if there are any leaks.

  WARMLY NOTE:
* Please retain the packaging until installation is complete. If you find it not meet your
  expectation and need to return or exchange the faucet for any reason, kindly repack 
  it in the original box with adequate packaging materials to prevent damage during
  return transit.
* Any problems just feel free to reach out to us at service@forious.com 
  with available response within 24 hrs.

        Upon Receiving:
         Before installation, carefully inspect the faucet to ensure it hasn’t been
         damaged during transit and that it matches your expectations.

Check all parts against the provided list.

 1. Ensure the mounting hole size between 1.30"-1.38"
 2. Maximum thickness of counter-top: 1.1"

        Confirm Compatibility:

3. Hole Configuration: 1-Hole or 3-Hole (Optional deck plate included)

        Installation Caution
1. Turn off the water valves under the sink. Turn on the faucet to relieve 
    pressure in the lines.
2. Remove the old faucet and clean grime and/or sealant from the sink's surface.
3. Before connecting the hot and cold water pipes to the supply valves, open the 
    valves and run water for 30 seconds to flush out impurities and avoid blockages.
4. If water pressure is low or no flow, check for blockages in hose and 
    sprayer nozzle.
5. Ensure correct installation of counterweight ball for proper sprayer 
    head retraction.
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STEP 5               Open supply valve 30 - 40s to flush 
debris before connection.
Connect the hot and cold water hoses to 
their respective valves and tighten with
a wrench.  

Cross Screwdriver (Not Included)

ABOUT WARRANTY
2 Years Limited Warranty 
Lifetime Technical Support 

HOW TO OBTAIN WARRANTY SERVICE?
To make a warranty claim or obtain replacement parts,
please contact us with your order number and a description of the issue

Faucet1

Steel Nut5 Detachable Deck Plate6 3/8" Hot/Cold Hose7

Rubber Gasket2 Steel Gasket3 Mounting Nut4

KITCHEN FAUCET 
USER MANUAL

service@forious.com

         If any part is missing or damaged, please contact 
FORIOUS Customer Service at service@forious.com for assistance.


