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SMART POOL )
THERMOMETER KIT
QUICK START GUIDE

a This Smart Kit works with 2.4GHz WiFi network only.

01 Install batteries into monitor
(2*AA battery-not included)

@ Please insert batteries in monitor first, and then put batteries
into pool sensor.
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02 Install batteries into j)ool sensor
(3*AA battery-not included)

@ Pool temperature will display on monitor once connected
successfully.
If failed, please reinstall monitor batteries and hold the "Pair
Monitor" button on pool sensor.
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Note: The Y.11l icon will flash when the monitor is under connecting
mode. The sensor could be connected during this session.

& Please use fresh batteries. Do Not Mix Alkaline, Standard
(Carbon-Zinc), or Rechargeable (Nickel Cadmium) Batteries.

03 Download RainPoint Home APP
® ®

@ Search "RainPoint
Home" on App Store
or Google Play. Or
scan the QR code
below to download the
app. Create an account @

to begin the setup. |O'S‘ ) Xndrmd

04 Connect to Wi-Fi Network

@ Plug the hub into an indoor outlet and the power indicator
will turn solid blue.

a Avoid to keep the hub on the floor or in a cupboard which
might reduce the signal.

Tap @ on the Home page, and select "HWG023WBRF". Or
press — scan QR code and move onto next step.
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€ Log into Wi-Fi and tap Next. Follow in-app instructions to

complete the connection.

/< Add Device \

password

2 baldrtherm

@ mycozyhome

Select 2.4 GHz WiFi and enter

Only 2.4GHz WiFi networks are supported

The indicator will flash blue
rapidly when in WiFi
connection mode and turn
solid blue when connected
successfully.

Press and hold the button for
about 5 seconds to activate
WiFi connection mode.

05 Pair Pool Sensor with Hub

@ Go to app’s Home page, click the hub that you would like to
pair with and select "HCS015ARF+". Or press — scan QR
code and move onto next step. Follow in-app instructions to
complete the pairing.
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06 Troubleshooting

PROBLEM

SOLUTION

Pool sensor is working,
but the monitor shows
dashes(--) on pool
temperature section.

Monitor might get disconnected with pool
sensor. If fail to reconnect automatically,
please keep monitor and pool sensor close
to each other ,and reinstall batteries in
monitor and press "Pair Hub" button on
pool sensor.

It's advised not to have obstacles between
the monitor and pool sensor, otherwise it
may affect the stability of signal
transmission.

Make sure the Monitor is placed at least
3ft/0.9m away from electronics that may
interfere with the wireless communication
(e.g. computers, TVs, microwaves, other
wireless transmitters or Monitors, etc.).

Monitor or pool sensor
shows HH.H.or LL.L.

Indicates that the measured water
temperature exceeds the minimum and
maximum temperature range, our
temperature range is 14°F~122°F (-9.9°C~
50°C). If the reading seems to be abnormal,
please try to replace the batteries or
contact us for assistance.

For more troubleshooting/FAQs, please check the user manual; Or visit the
website: www.baldronline.com/pages/support.

& BaldrTherm provides a 1-year limited warranty on this
product against manufacturing defects in materials and
workmanship.

You can get an extra of two years of extended warranty by
registering your product on our website
www.baldronline.com

08 Need Help?

@ If you encounter any issues during setup, please feel free to
email our customer support team.
M Email: support@baldronline.com
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MADE IN CHINA Not included

A DEPOSER A DEPOSER
ENMAGASIN EN DECHETERIE

Cet appareil
se recycle

e collecte sur www.quefairedemesdechets.fr
a réparation ou le don de votre appareil |




