RETURNS & WARRANTY

SHOULD YOUR UNIT NOT WORK OF IF DAMAGED WHEN YOU FIRST TAKE IT OUT OF THE
BOX, PLEASE RETURN IT TO THE PLACE OF PURCHASE IMMEDIATELY.

POPCORN MACHINE
INSTRUCTION MANUAL

The product pictures are subject to the actual product, this picture is for reference only.




IMPORTANT SAFEGUARDS

When using electrical appliances, basic safety precautions should always be followed including the
following:

* READ ALL INSTRUCTIONS BEFORE USING YOUR POPCORN MACHINE.
* Do not touch hot surfaces. Always use handles or knobs to operate.

* To avoid any risk of electrical shock, do not immerse cord or plug in water.

* Close supervision is necessary when being used near childre

Please Note: First time use, clean inside glass and wipe inside area with damp sponge.
Thoroughly wipe inside of stainless steel pot with clean damp sponge before heat is applied.
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Function Switch A
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Warmer Stirrer Pot Heater

WARMER

The Warmer switch operates the light in
the back left corner of the popper unit and
the warming element in the bottom tray.
The warmer can be left on for extended
periods of time. The two elements work
together to keep the popcorn fresh and
warm. Ready to Eat!

Warning: Do not dump liquid toppings
onto popped corn while in the popper. It
will cause a huge mess and result in
much clean-up time. Remove popcorn to
a serving bowl before adding wet
toppings.

Stirrer

The Stirrer switch operates the stirrer
located inside the pot. Make sure itis
free of obstruction and the axle gear
and the motor gear are properly
seated before turning the Stirrer
switch on. If pot is not cleaned at
appropriate intervals or
recommended popping oils are not
used, the bottom of the pot will gum
with burnt oil and debris. If the stirrer
sounds the least bit strained, switch
off immediately and solve the
problem.

Function Switch B

Pot Heater

The Pot Heater switch operates the
heating element in the bottom of the
pot (Kettle). It is engineered to deliver
the perfect temperature for popping
Popcorn. It is extremely hot! Care
should be taken when in close
proximity of the pot. When pot is hot
use heat resistant gloves. Only touch
the safety knob on the pouring handle.
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Light

The Light switch operates the light in
the back left corner of the popper unitand
the warming element in the bottom tray.
The warmer can be left on for extended
periods of time. The two elements work
together to keep the popcorn fresh and
warm. Ready to Eat!

Warning: Do not dump liquid toppings
onto popped corn while in the popper. It
will cause a huge mess and result in
much clean-up time. Remove popcorn to
a serving bowl before adding wet
toppings.

Pop

The Pop switch operates the

heating element in the bottom of the
pot. (Kettle) It is engineered to deliver
the perfect temperature for popping
Popcorn. It is extremely hot! Care
should be taken when in close
proximity of the pot. When pot is hot
use heat resistant gloves. Only touch
the safety knob on the pouring handle.
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Important :
NEVER POUR CORN INTO A DRY POT.

LESSON ONE: TURN POT*“OFF"WHEN NOT IN USE.

HOW TO MAKE OPERATING INSTRUCTIONS

1. Switch on the LIGHT and HEATER,
Popcon” add oil (1 TBSP of oil for every 1/2 cup

of popcorn), let heat for 3 to 4 minutes.
2. Once oil is heated, turn on the

¥ 53 2. STIRRER switch and add popcorn
Warmer Stirrer Pot Heater kernels.

3. Do not exceed 1 cup of popcorn per
batch.

4. Once popping has completed, turn
off the STIRRER and HEATER
switches, carefully dump all popcorn
from the kettle

Caution: Kettle will be HOT!

LESSON TWO:

CLEANING AND MAINTENANCE

@ After popping cycle is complete, the popping kettle will be very hot. Use extreme

care when handling.

CAUTION

@ Remember to turn the pop, or heat switch to the OFF position after the finish of

the pop cycle.

@ Unplug unit BEFORE removing heat kettle from hanger. Use caution not to bump

heat lamp bulb during kettle removal.

@ To maintain quality taste and popping conditions in your popper, we recommend
that you thoroughly clean the heat kettle after using 3 to 4 times or before
prolonged periods of storage.

@ Turn all switches OFF (1, Il & Ill or | &lI') and unplug popper from outlet. Allow the
popper to thoroughly cool before cleaning.

@ Clean all surfaces with a damp cloth. Caution: DO NOT immerse the kettle or
any other part of the popper in water. Do not use abrasive cleaners on any part
of your machine.

CAUTION: HOT KETTLE!! Handle with oven mitts. Keep children at a safe distance

from popper during procedure.

@ For consistent and easiest maintenance, use a damp sponge to clean up the
main unit, including the body and glasses, after each use.

In order to avoid problems such as electric leakage occured, when cleaning the
machine, please make sure that no water drips into the machine or the kettle.
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