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A different Band III 
antenna

 Innovative and compact design 
  High rejection of adjacent bands (FM and UHF)

 Great performance   High gain.

ANTENNA V BIII REF.106601



A Yagi antenna for TV reception on Band 
III (174-230 MHz), based on our V anten-
na for UHF.

Composed of four directors arranged in 
two vertically stacked grills with angu-
lar aperture, a 4 elements re� ector and a 
single dipole with shielded impedance 
adapter. 

The impedance adapter is optimized for 
the reception in the 174-230 MHz band 
(channels 5-12), resulting in a  great rejec-
tion of adjacent bands (FM and UHF). 

Compared to other BIII antennas on the 
market, the V BIII antenna features an in-
novative and striking design, optimizing 
the length of the antenna without losing 
electrical characteristics. This results in a 
compact and high performance antenna 
with a distinctive design.

The antenna is clamped in one end 
through a robust � xing system that al-
lows slightly modi� cations of the tilt of the 
antenna on the vertical axis. 

The re� ectors are secured by a system of 
cams manufactured in zamak that sim-
pli� es the installation and increases the 
strength of the whole assembly.

The antenna is supplied in a single 
packaging (boxed).

DESCRIPTION

A DIFFERENT BAND III ANTENNA

REF. DESCRIPTION EAN 13
106601 BIII TERREST. ANT.(Ch5-12) 10EL. G9dBi SINGLE 8424450182604
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Operating Frequency MHz 174...230 (channels 5 - 12)

Gain dBi 9

Front-to-Back ratio
dB

>15

Cross-polarization rejection >20

Wind load N 49,9 (@130km/h)
68,6 (@150 km/h)

Dimensions mm 840 x 305 x 860
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HIGHLIGHTS
 High gain in BIII with good rejection of 

adjacent bands.

 Compact.

 Great performance.

 Made of aluminum and ABS plastic to 
ensure high resistance to corrosion.

Innovative design.

Fully shielded juncition boxEasy assembly.

Robust � xing system that allows: 

 Adjust the antenna tilt on the vertical axis.

 Install the antenna in vertical or horizontal 
polarization.
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NanoKom ampli� er*
(DC UHF = ON)

* UHF and BIII Ampli� er (Ref. 561801)
If the ampli� er is not needed, simply use a mast head combiner (ref.404010)
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Power supply

Installation for UHF, BIII and FM reception
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Мод. N. kat. Ref. Art. Ref. Art. N. Ref. Ref. 106601

Полоса 
частот Pasmo pracy Bande de 

travail Banda Banda de 
trabalho Band Banda de 

trabajo
Working 
band MHz 174 - 230

(CH 5 - 12)

Коэффициент 
усиления Zysk Gain Guadagno Ganho Gewinn / 

Verstärkung Ganancia Gain dBi 9

Отношение 
"front to back"

Wspołczynnik 
P/T

Rapport 
A/A Rapp. A/D Relaçãó 

F/T
Vor-Rück-
Verhältnis

Relación 
D/A F/B ratio dB > 15

Ветровая 
нагрузка

Obciążenie 
wiatrem

Résistance 
au vent

Carico del 
vento

Carga 
vento Windlast Carga al 

viento Wind load N 49.9 (@ 130 Km/h)
68.6 (@ 150 Km/h)

ТЕХНИЧЕСКИЙ ПАСПОРТ ИЗДЕЛИЯ
Назначение: Антенна эфирная из высококачественного 
алюминия МВ3 диапазона с высоким коэффициентом 
усиления, предназначенная для приема аналогового и 
цифрового ТВ. Состоит из диполя, уголкового отражателя и 
двух направляющих с двумя директорами.

Технические характеристики: Приведены выше в таблице.

Конструкция и порядок установки: Иллюстрации выше на 
рисунках 1 – 14. 

Утилизация: Данное изделие не представляет опасности для 
жизни и здоровья людей и для окружающей среды, после 
окончания срока его службы утилизация производится без 
специальных мер защиты окружающей среды.

Гарантия изготовителя: Компания Televes S.A. предоставляет 
один год гарантии с момента покупи для стран ЕЭС. Для стран, 
не входящих в ЕЭС, применются юридические гарантии 
данной страны на момент покупки.  Для подтверждения даты 
покупки сохраняйте чек. В  течение  гарантийного  срока  
компания Televes S.A.  бесплатно устраняет  неполадки, 
вызванные бракованными материалами или дефектами, 
возникшими по вине производителя. 

Условия  гарантийного  обслуживания: Условия  
гарантийного  обслуживания не  предусматривают  
устранение ущерба, возникшего вследствие неправильного 
использования или износа изделия, форс-мажорных 
обстоятельств или иных факторов, находящегося вне 
контроля компании Televes S.A.

Лицензии и товарные знаки: Качество оборудования 
компании Televes S.A. подтверждено международными 
сертификатами CE и ISO 9001, а также регулирующими 
лицензиями и сертификатами соответствующих стран. 

Оборудование произведено в Испании: Televes, S.A., CIF: 
A15010176, Rua/Benefica de Conxo, 17, 15706 Santiago de 
Compostela, SPAIN, tel.: +34 981 522200, televes@televes.com.

Дата изготовления указана на упаковочной этикетке:   
D. мм/гг (мм = месяц / гг = год).
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