
MODEL # FPDRH7280BRB

ITEM # 6038169

STEEL-CLAD HINGED
FRENCH PATIO DOOR WITH 

8-LITE CONTOUR GRIDS BLACK

Before beginning assembly of product, make sure all parts are present. Compare parts with package contents list and hardware contents list. 
If any part is missing or damaged, do not attempt to assemble the product.

Estimated Assembly Time: 40 minutes

TOOLS REQUIRED:

• Please read and understand this entire manual before attempting to assemble, operate or install the product.
• For smooth operation, clean the hinges with a small utility brush and spray with a silicone-based lubricant (neither included).
• Use a bristle brush (not included) to clean the pads and the top and bottom bolt end caps, and remove debris that may affect opening and closing.
• Secure the door frame firmly all around to prevent problems such as door sagging caused by loose fixing, which will affect opening and closing.
• Clean the drainage holes on the bottom frame with a small utility brush to prevent blockage caused by debris.
• Clean with warm water and dish soap. Apply with a soft-bristle brush and rinse with a garden hose.

PREPARATION

CARE AND MAINTENANCE

In the event that our products or any parts thereof should prove to be defective in material or workmanship, under normal use and service. And such defects are 
reported to us within one (1) year from the date of purchase, at our option, we will repair or replace the door. Replacement door could vary in style due to changes in 
suppliers and product design. In addition, the paint finish is warranted not to blister, crack, or fade for one year from the purchase date. Damage due to rust is 
excluded from this warranty. Screen material is excluded from this warranty. This warranty does not cover damage caused by vandals, break-ins, or attempted 
break-ins. This warranty is void if the product is modified in any way. We assume no responsibility for incidental or consequential damages arising from defective 
products, nor do we assume any responsibility for failures, breakage or cost which result from abuse, abnormal use, misuse, negligence, accident, exposure to 
corrosive fumes, condensates, fire or damage because of improper installation. Except as stated above, we make no warranties, either expressed or implied, as to 
any matter whatever, including without limitation, the condition of our products, their merchantability or fitness for any particular purpose. We assume no other 
expense such as labor costs of any kind for removal, replacement or parts, repairs or re-installation.

WARRANTY

1 2

Thank you for purchasing this TAFCO product. We’ve created these easy-to-follow instructions to ensure you spend your time enjoying the 
product instead of putting it together. But, if you need more information than what is provided here, please visit Lowes.com, search the item number and 
refer to the Guides & Documents tab on the product’s page. 
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PACKAGE CONTENTS

Note: Fixing screws suitable for the building materials must be prepared.

Iron-Vew Steel-Clad 
Hinged French Patio Door

Lock

Main Sash Accessory Kit

C

Passive Sash Accessory Kit

x 1

Square Spindle
x 1

Extended Stud
x 2

Lock Fastening Screw
x 2

Key
x 1

Lock Cylinder
x 2

Lock Cylinder
Fastening Screw

x 2

Screws
x 2

Lock Hole Trim Cover
x 2

Fixing Bracket
x 2

Lock
x 1

Square Spindle
x 1

Extended Stud
x 2

Lock Fastening Screw
x 2

HARDWARE CONTENTS
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INSTALLATION OVERVIEW
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INSTALLATION OVERVIEW
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REVERSE HANDLE ORIENTATION:
Remove the lock. Use a Phillips screwdriver (not included) to loosen the internal fixing screw at the indicated position, 
then rotate and adjust the handle. Tighten the screw after adjustment. (The handle with screw holes is for indoor use. 
The handles of the active and passive sashes are reversed, and the indoor and outdoor handles are also reversed.)

2 ASSEMBLE THE HANDLE:
Take the outdoor handles of the main (B) and passive (C) sashes together with two matching extended studs. Align the 
extended studs with the reserved studs and tighten firmly. Passive Sash (C): For the inner and outer handles of the 
Passive Sash (C), the Lock Hole Trim Cover shall be fixed to the handles with screws through the fixing bracket, as 
shown in the drawing.

B C

Outdoor

Main Sash

B

Main SashPassive Sash

C

Passive Sash

Indoor

Outdoor

B

Main Sash
Outdoor

C

Passive Sash

3 LOCK INSTALLATION:
As shown in the figure, first insert the square spindle into the square hole of the indoor handle. Align the handle with 
the reserved holes on the sash and push it in. Align the fixing screws with the extended studs and tighten to secure 
the handle to the sash.
Main sash (B): Insert the lock cylinder into the hole. Locate the fixing hole for the lock cylinder on the side of the sash 
lock body, then fasten and secure the lock cylinder with a screw.

For detailed lock installation 
steps, only the sash is 
shown in this drawing.
Do not separate the frame 
from the sash during 
installation.

NOTE

C

Passive Sash

B

Main Sash
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4 INSTALL THE DOOR:

Align the door frame with the reserved opening and install it 
in place. Use a level (not included) to check and adjust the 
level and plumb. Fasten the door frame to the opening with 
suitable screws through the pre-drilled holes on the 
mounting lugs. Recheck the level and plumb. Open the 
sash, drill through the frame into the wall, and secure the 
door frame firmly to the wall with expansion bolts installed 
from the inside.

Apply sealant (not included) along the gaps. Fill all joints 
fully and evenly.
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