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Installing AZEK Rail with Glass Infi ll

39” above deck surface is 
optimal for 36” railing heights. If you do not have a the template, 

position the top of the Support Block 4” 
above the deck.  

INSTALL LOWER
SUPPORT BLOCK

 • Position template at
   bottom of post 

sleeve above post 
skirt.

CUT AND ASSEMBLE BOTTOM SUPPORT RAIL

• Cut the Bottom Support Rail to length.
3

1 2

Optimal 
39”

skirt.

For angled rail installations -  align 
angled face of Support Block 

parallel to rail section.
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Straight SectionAngled Section

Center screw aligned 
to rail centerline

Foot Block

#8 x 3” 
Coated 
Screw

Bottom Support 
Rail

1/2

1/2

Center screw 
aligned to rail 

centerline

Bracket set 
fl ush to rail 

face

Bracket set 
fl ush to rail 

face

Pre-drill 7/64” 

#8 x 3/4” 
Coated Screws

For sections up to 6’: Place one Foot 
Block in the center of the rail

INSTALL POST 
SLEEVES

• Trim Post Sleeves to 
desired length.

• Slide Post Sleeve and 
Post Skirt over post.  
(DO NOT FORCE)

• Ensure post are 
square and plumb.

For angled rail installations -  align 
angled face of Support Block 

4”

Template

Support 
Block

Post Skirt

7/64” Pre-drill
#8 x 3” Green Coated 
Screws

7/64” Pre-drill
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Installing AZEK Rail with Glass Infi ll

TRIM RAILS, EXTRUSIONS, AND GASKETS

INSTALL BOTTOM SUPPORT RAIL

5

4

•  Measure distance between the posts at the Bottom Support Rail.
•  Transfer measurement to Top & Bottom Rails, Top Support Rail and cut   

 to length.
•  Measure and cut Top and Bottom Glass Channels, and Rubber Gaskets 

to appropriate lengths.

• Position rail assembly onto Support Blocks.

7/64” Pre-drill

#8 x 3” Green 
Coated Screws

Cut Rubber Gaskets 
with utility knife

Glass Channels must be at 
least 4” shorter than rail.
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Installing AZEK Rail with Glass Infi ll

ATTACH LOWER GASKET AND INSTALL GLASS PANEL

ASSEMBLE LOWER RAIL SECTION

7

6

•  Apply Rubber Gasket to bottom of Glass Panel fi rst.
•  Set panel/gasket assembly into Bottom Glass Channel.

•  Place Bottom Rail over Bottom Support Rail.
•  Install Bottom Glass Channel utilizing pre-drilled holes.

Pre-drill 7/64”
#8 x 1” Coated Screws

Bottom Glass Channel:
Pre-drilled holes are in channel
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INSTALL TOP SUPPORT RAIL

INSTALL TOP GASKET AND TOP GLASS CHANNEL

9

8

•  Align top Support Rail to center of Posts.
•  Attach Brackets to Top Support Rail.

• Place Rubber Gasket on top of glass panel. 
•  Fit Top Glass Channel onto glass panel assembly.

Top Glass Channel:
Pre-drilled holes are on side
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7/64” Pre-
drill

#8 x 3” Green 
Coated 
Screws

#8 x 3/4” 
Coated 
Screws

Installing AZEK Rail with Glass Infi ll
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INSTALL TOP RAIL AND POST CAPS10
•  Attach Post Caps using exterior grade caulk applied to the underside of the Cap.

#8 x 2 1/4” 
Coated Screws

3/16” Pre-drill 
through existing 

holes in Top Glass 
Channel and 

through the Top 
Support Rail.

Caution: Screws must 
be 2 1/4” to attach the 
Top Rail on the Straight 
Rail sections.

Installing AZEK Rail with Glass Infi ll
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Installing AZEK Rail Stairs with Glass Infi ll

Consult your local building codes for guard and handrail requirements. 

•  Trim Post Sleeve to 
desired length.

•  Slide Post Sleeve and 
Post Skirt over post. 
(do not force).

•  Ensure Posts are square 
and plumb. 

MEASURE RAILS

•  Determine 
measurements 
and angle as 
shown. Transfer 
measurements to 
Top and Bottom 
Support Rails.

INSTALL POST
COVERS

Support Rails are rotated 90° for 
stair rail applications.

3

1 2

•  Ensure Posts are square 
and plumb. 

Top Rail Length

Bottom Rail Length

Stair Angle

Right Wrong

TRIM RAILS

•  First trim both Top and Bottom Support Rails to dimensions from Step 2. TEST FIT 
for accuracy.

•  Transfer measurement from Bottom and Top Support Rails to Bottom and Top 
Rails.

•  Trim all Rails to measured lengths at appropriate angle.

Bottom 
Rail

Top Rail
Top 

Support 
Rail

Bottom 
Support 

Rail
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Glass Channels must be at 
least 4” shorter than rail.

Installing AZEK Rail Stairs with Glass Infi ll

•  Using lengths in Step 3 as a reference, measure and cut Top 
and Bottom Glass Channels, as well as both Rubber Gaskets 
at appropriate angle.

TRIM GLASS CHANNELS AND GASKETS4

Pre-drill  
7/64” 

#8 x 3” Green 
Coated 
Screws

•  Attach Mounting 
Brackets to Top AND 
Bottom Support Rails.

•  Position Bottom Support Rail on the 
center of the posts and secure Mounting 
Brackets to posts.

•  Trim Foot Block and wedge 
under Support Rail & Attach. 

Pre-drill through 
Bottom Support 
Rail ONLY with 

3/16” bit

Bottom 
Support Rail

#8 x 3”
Coated 
Screw

INSTALL BOTTOM SUPPORT RAIL5

•  Attach Mounting 
Brackets to Top AND 
Bottom Support Rails.

Pre-drill  7/64”

#8 x 3/4” Coated 
Screws

Center screw 
aligned with 

rail centerline
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Installing AZEK Rail Stairs with Glass Infi ll

ASSEMBLE LOWER RAIL SECTION6
•  Place Bottom Rail over Bottom Support Rail.
•  Install Bottom Glass Channel utilizing pre-drilled holes.

Bottom Glass Support Extrusion:
Pre-drilled holes are in channel

•  Install Bottom Glass Channel utilizing pre-drilled holes.

ATTACH LOWER GASKET AND INSTALL GLASS PANEL7
•  Apply Rubber Gasket to bottom of Glass Panel fi rst.
•  Set panel/gasket assembly into Bottom Glass Channel.

7/64” Pre-drill

#8 x 1” Coated 
Screws
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Installing AZEK Rail Stairs with Glass Infi ll

INSTALL TOP GASKET AND TOP GLASS CHANNEL8

Top Glass Channel: 
Pre-drilled holes are 

on side

•  Place Rubber Gasket on top of glass panel.
•  Fit Top Glass Channel onto glass panel assembly.

INSTALL TOP SUPPORT RAIL

• Mark Ends of Top      
  Support Rail.

• Rotate Rail assembly  
  out of way to fasten      
  Support Block

• Secure       
  Mounting     
  Brackets to       
  Posts.

9

Pre-drill  
7/64” 

#8 x 3” 
Green 

Coated 
Screws

Pre-drill  
7/64”

#8 x 3” 
Green 

Coated 
Screws
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Installing AZEK Rail Stairs with Glass Infi ll

INSTALL TOP RAIL AND POST CAPS

• Attach Post caps using exterior grade caulk applied to the underside of the cap.
11

#8 x 3” 
Coated 
Screws

#8 x 3” 
Coated 
Screws

3/16” Pre-drill 
through 

existing holes 
in Top Glass 

Channel.

Screws must be 3” to 
attach the Top Rail on stair 
sections.
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Notes
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