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Testing Laboratory:
Address:

Applicant:
Address:

Manufacturing site:
Address:

Testing Location:
Address:
Product:

Brand Name:
Description:

Model(s):

Model Similarity:
Ratings:

Rated SACC (BTU/h)

Date of receipt of sample(s):

Date Range of Test:

Test standard(s) or criteria(s):

Report No. 251028126GZU-001
Intertek Testing Services Shenzhen Ltd. Guangzhou Branch
Room
101/301/401/102/202/302/402/502/602/702/802,No. 7-2,
Caipin Road, Huangpu District, Guangzhou,Guangdong, China
Nantong Ningpu Electrical Appliance Co.,Ltd
No.139, Huanghe Road, Rudong Economic Development
Zone, Nantong, Jiangsu Province, China
Nantong Ningpu Electrical Appliance Co.,Ltd
No.139, Huanghe Road, Rudong Economic Development
Zone, Nantong, Jiangsu Province, China
Same as Testing Laboratory
Same as Testing Laboratory Adderss
Portable air conditioner
See model remark on page 6 & 7
The product covered by this report is a household, indoor
use, cord connected portable air conditioner.
See model remark on page 6 & 7
See model remark on page 6 & 7
115V, 60Hz
5000
28-0ct-2025
30-Oct-2025
20 CCR § 1605.3
ANSI/AHAM PAC-1-2015
10 CFR Part 430 Subpart B, Appendix CC
IEC 62301 Edition 2.0, 2011-01

Conclusion: The products tested comply with the Energy Efficiency
Standards of DOE & CEC.
Prepared by:  Oscar Lin Approved by:  Felix Li
Title: Sr. Project Engineer Title: Technical Supervisor
Zewr L Tetoeli
Signature: Signature:

This report is for the exclusive use of Intertek's Client and is provided pursuant to the agreement between Intertek and its Client. Intertek's
responsibility and liability are limited to the terms and conditions of the agreement. Intertek assumes no liability to any party, other than
to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this report. Only the Client is
authorized to permit copying or distribution of this report and then only in its entirety. Any use of the Intertek name or one of its marks for
the sale or advertisement of the tested material, product or service must first be approved in writing by Intertek. The observations and
test results in this report are relevant only to the sample tested. This report by itself does not imply that the material, product, or service is
or has ever been under an Intertek certification program. Determination of the test conclusion is based on IEC Guide 115 in consideration
of measurement uncertainty.
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Report No. 251028126GZU-001
Photos:

Photo 1 - Front view

Photo 2 - Rear view
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Photo 3 - Nameplate(s)
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Report No. 251028126GZU-001

.

Imtartak

4010450

CONFORMS TO UL STD.60:335-1&80335-2-40
CERTIFIED TO C5A STD.CZ2.2 No.60335-1 & No 80235-2-40

PORTABLE AIR CONDITIONER

MODEL

NPP-05HIX1E

FOWER SUPPLY

115V ~I60HzZ

COOLING INPUT/CURRENT | 780W/6.9A
HEATING INPUT/CURRENT | 760W/6.8A
TOTAL INPUT CURRENT 6.94

SACC S000BTUSE
CEER: 6.3BTU/Mr-W

LOW/HIGH 5IDE PRESSURE

A60psig/620psig

MOTOR FLA 1.27A
COMPRESSOR RLANLRA .5AI2T DA
REFRIGERANT/CHARGE R32/7.050z

A2L

Mantong Ningpu Electrical Appliance Co.,Ltd.

Huanghe Road, Rudong Economic Development Zone,
Mantong, Jiangsu Province 226400 R. R. China

DATE:
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Product Details

Report No. 251028126GZU-001

Iltem Data

Model Number of Unit Under Tested NPP-O5H/X1E
Serial Number N/A
Condition of Sample(s) Prototype
Product Type Single-duct
Refrigerant R32

Standby and Off

Standby mode only

Critical Components

Name Manufacturer / |Type / model Technical data
trademark
Compressor GMCC KSN66E01VZDX3 |115V~,60Hz R32/R410A (refer to air-
conditioner)
Fan motor NANTONG YSL60-4B6 110-120V, 60Hz, 60W, 1.27A, Class B
NINGPU
ELECTRICAL
APPLIANCE CO.,
LTD.
Capacitor of - CBB65A 55uF+5%, 250VAC 50/60Hz
Compressor Various Various
Capacitor of fan |- C61 20uF+5%, 250VAC 50/60Hz
motor Various Various
NOTE

“Various” means any type, from any manufacturer that complies with the "Technical data and securement means" can be used.
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Report No. 251028126GZU-001
Model Remark

These models are identical except for the model names and brand names. First*=A to Z or blank
(represents the difference of Front shell appearance), second*=1 to 20 or blank (represents the
difference of machine top cover), third*=A to J or blank (represents the difference of Rear shell

appearance). The model NPP-05H/X1E with brand name NINGPU was selected for testing.

Brand Name Model Number
NPP***.05C/X1E
NPP***_05H/X1E

NPP***.05C/X1E-W

NPP***.05H/X1E-W
NPP***.05C/X1E
NPP***-05H/X1E

NPP***.05C/X1E-W

NPP***_05H/X1E-W

Garvee NPP-05C/X1E

NPPB2A-05C/X1E

NPPC3A-05C/X1E

NPPD4A-05C/X1E

NPPE5B-05C/X1E

NPPB2A-05C/X1E

NPPC3A-05C/X1E

NPPD4A-05C/X1E

NPPE5B-05C/X1E

NPPB2A-05C/X1E

NPPC3A-05C/X1E

NPPD4A-05C/X1E

NPPE5B-05C/X1E

NPPB2A-05C/X1E

NPPC3A-05C/X1E

NPPD4A-05C/X1E

NPPE5B-05C/X1E

NPPB2A-05C/X1E

NPPC3A-05C/X1E

NPPD4A-05C/X1E

NPPE5B-05C/X1E

NPPB2A-05C/X1E

NPPC3A-05C/X1E

NPPD4A-05C/X1E

NPPE5B-05C/X1E

NPPB2A-05C/X1E

NPPC3A-05C/X1E

NPPD4A-05C/X1E

NPPE5B-05C/X1E

NPPB2A-05C/X1E

NPPC3A-05C/X1E

NPPD4A-05C/X1E

NPPE5B-05C/X1E

NINGPU

NEPO

Auseo

COWSAR

Fornido

Joy Pebble

Kndko

R.W.FLAME

ZAFRO

Xbeauty
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Report No. 251028126GZU-001
Brand Name Model Number
NPPB2A-05C/X1E
NPPC3A-05C/X1E

Flectactie NPPD4A-05C/X1E
NPPE5B-05C/X1E

NPPB2A-05C/X1E

KISSAIR NPPC3A-05C/X1E

NPPD4A-05C/X1E
NPPE5B-05C/X1E
NPPB2A-05C/X1E
NPPC3A-05C/X1E
NPPD4A-05C/X1E
NPPE5B-05C/X1E
NPPB2A-05C/X1E
NPPC3A-05C/X1E
NPPD4A-05C/X1E
NPPE5B-05C/X1E
NPPB2A-05C/X1E
NPPC3A-05C/X1E
NPPD4A-05C/X1E
NPPE5B-05C/X1E
FP11174US
FP11174US-WH

Antarctic Star

Kismile

WAA

Costway
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Report No. 251028126GZU-001
Cooling Capacity Test

Iltem Unit Sample 1 Sample 2 Sample 3
Barometric pressure PSIA 14.707 14.702 -
Fan speed - High High -
Applied voltage Vv 115.1 115.1 -
Frequency Hz 60.06 60.06 -
Current input to test unit A 6.86 6.88 -
Power input to test unit W 787.0 789.0 -
Dry-bulb temperature of indoor inlet air °F 80.06 80.06 -
Wet-bulb temperature of indoor inlet air °F 66.92 66.92 -
Dry-bulb temperature of indoor outlet air °F 56.77 56.80 -
Wet-bulb temperature of indoor outlet air °F 53.80 53.69 -
Dry-bulb temperature of outdoor inlet air °F 80.06 80.06 -
Wet-bulb temperature of outdoor inlet air °F 66.92 66.92 -
Dry-bulb temperature of outdoor outlet air °F 107.22 106.93 -
Wet-bulb temperature of outdoor outlet air °F 77.65 77.47 -
Volumetric flow rate of indoor outlet air CFM 177.8 174.1 -
Volumetric flow rate of outdoor outlet air CFM 231.8 222.9 -
Total Cooling Capacity Btu/hr 7243.7 7148.1 -
Sensible cooling capacity Btu/hr 4654.0 4544.8 -
Latent cooling capacity Btu/hr 2589.7 2603.3 -
Duct Heat Transfer
Iltem Unit Sample 1 Sample 2 Sample 3
The outer diameter of duct, d foot 0.492 0.492 -
The extended length of duct, L foot 3.937 3.937 -
The surface area of duct, Ay, square foot 6.085 6.085 -
The surface temperature of duct, t; °F 101.8 101.1 -
The surface temperature of duct, t, °F 102.7 101.7 -
The surface temperature of duct, t5 °F 103.6 102.6 -
The surface temperature of duct, t, °F 102.7 102.7 -
Tauct 0 °F 102.7 102.0 -
Btu/h per
Convection coefficient, h () square foot 3 3 -
per °F
Average evaporator inlet air dry-bulb .
temperature-T, F 80 80 i
Qquct sp Btu/h 413.3 401.0 -
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Report No. 251028126GZU-001

Infiltration Air Heat Transfer

Iltem Unit Sample 1 Sample 2 Sample 3
Average volumetric flow rate, V, sp CFM 231.8 222.9 -
Dry bulb of the condenser outlet air °F 107.22 106.93 -
Wet bulb of the condenser outlet air °F 77.65 77.47 -
Pws(t™) PSIA 0.4696444 | 0.4668596 -
Humidity ratio at saturation, W * - 0.0205162 0.0203968 -
Average humidity ratio of condenser outlet

) Ib,,/1bga 0.0135863 0.0134945 -
alr, Weo sp
Average density of the condenser outlet air, p 3

Ib,,,/ft 0.0694583 0.0694770 -

co_SD
Dry air mass flow rate of infiltration, my Ib/m 15.885 15.280 -
Specific heat of dry air, c, 4, Btu/lb,,-°F 0.24 0.24 -
Tia o5 °F 95 95 -
Tia 83 °F 83 83 -
Tindoor °F 80 80 -
Co_wy Btu/Ib,,-°F 0.444 0.444 -
Wia_95 |bw/|bda 001410 001410 -
Wia_83 lbw/lbda 0.01086 0.01086 -
Windoor |bw/|bda 0.0112 0.0112 -
Hig Btu/Ib,, 1061 1061 -
Sensible heat added to the room by
e . . Btu/h 3618.8 3481.1 -
infiltration air, Q; o5
Sensible heat added to the room by
e . . Btu/h 688.5 662.3 -
infiltration air, Q; g,
Latent heat added to the room by infiltration

, Btu/h 2932.5 2820.9 -
air, Q o5
Latent heat added to the room by infiltration

, Btu/h -343.8 -330.7 -
air, Q g3
Total infiltration air heat, Qfitration o5 Btu/h 6551.3 6302.0 -
Total infiltration air heat, Qipfiiration_s3 Btu/h 344.7 331.6 -
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Seasonally Adjusted Cooling Capacity

Report No. 251028126GZU-001

Iltem Unit Sample 1 Sample 2 Sample 3
Cooling capacity, Capacitysp Btu/h 7243.7 7148.1 -
Adjusted Cooling Capacity, ACCqs Btu/h 279.1 445.1 -
Adjusted Cooling Capacity, ACCg; Btu/h 6485.7 6415.5 -
Seasonally Adjusted Cooling Capacity, SACC Btu/h 5244.4 5221.5 -
Off-cycle Mode and Inactive Mode
Iltem Unit Sample 1 Sample 2 Sample 3
Temperature of indoor side °F 80.06 80.06 -
Applied voltage V 115.0 115.0 -
Frequency Hz 60.0 60.0 -
Off-Cycle, Pgce w 0.64 0.64 -
Inactive or Off, Pgy, w 0.58 0.59 -
Combined Energy Efficiency Ratio
Iltem Unit Sample 1 Sample 2 Sample 3
Cooling Mode (h) h 750 750 -
Off-Cycle (h) h 880 880 -
Inactive or Off (h) h 1355 1355 -
Total annual energy consumption in off-cycle- )
AECoc kWh/year 0.56 0.56
Total annual energy consumption in inactive or
off mode-AECim or AECom kWh/year 0.79 0.80 i
Total annual energy consumption attributed KWh/ 135 136
to all modes except cooling-AEC; year ' ' i
Annual energy consumption in cooling mode,

&y P & kWh/year |  590.25 591.75 -
AECs,
Combined energy efficiency ratio, CEER¢p Btu/hr-wW 6.65 6.60 -
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Report No. 251028126GZU-001

Conclusion

Iltem Unit Sample 1 Sample 2 Sample 3
Seasonally Adjusted Cooling Capacity, SACC Btu/h 5244 5221 -
Power input to test unit W 787.0 789.0 -
Combined energy efficiency ratio, CEER¢p Btu/hr-wW 6.65 6.60 -
Iltem Unit Value

Sampling size - 2

Mean of SACC Btu/h 5233

Mean of AECgp kWh/year 591.0

Mean of AEC; kWh/year 1.36

Mean of CEERs Btu/hr-W 6.63

UCL/1.1 regard to AECq, - 541.6

UCL/1.1 regard to AEC; - 1.27

LCL/0.9 regard to CEERp - 7.20
Represented Value of SACC Btu/h 5250
Represented Value of AECs, kWh/year 591

Represented Value of AEC; kWh/year 1

Represented Value of CEERg, Btu/hr-wW 6.6

CEC Energy Efficiency Standards,

manufactg:red on oréfter February 1, 2020 Btu/hr-W 62

Verdict - Pass
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Revision Summary

Report No. 251028126GZU-001

PAC-US-TRF_V1.1

Dat?/ . ProJ.GCt ALkl S ltem Description of Change
Proj # Site ID Reviewer
None
--The End--
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