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RECESS-MOUNT INSTALLATION
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Draw the perimeter of the Place and hold the medicine Cut the marked perimeter
medicine cabinet on the wall. cabinet in the cutout opening. | Frame the cutout opening. with appropriate tool.
ROUGH IN DlMENSlONS 4 STEPS TO FRAME THE CUTOUT OPENING
[] [1
FMC8058 19.5" 26" 5"
FMC8090 29.5" 26" 5" 0 0
FMC8010 | 395"  |26" 5" (1] 2] H

S5 6 7

\;‘ a b.
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7 a. Push a side of the glass shelf b. Snap the glass shelf (C)
(C) into left or right pins (J). into the opposite side.

c. Fill remaining holes with the plugs (K).

This screw allow you to
adjust pitch side to side.

#8 x 13/8"
This screw releases cabinet’s

door and allows up and down

adjustment.
Level, then secure the medicine Choose the position for your This screw allow you to adjust
cabinet with the screws (G) shelves then push and twist the the gap between doors.
through the mounting holes into snap-in pins (J) into place.

the framing studs. [llustration A.
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CABINET INSTALLATION

1 Locate cabinet & mark location on the wall 2 Install wall brackets

@ prrviiuiiiuneeS

#8 x 1-3/8" Flat Head Screw

3 Install cabinet 4 Apply a bead of silicone on the top of the
cabinet and place sink on the cabinet
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REMOVAL

DRAWER REMOVAL & INSTALLATION

INSTALLATION
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Your item may
appear slightly
different from
the illustration.

MOUNTING RING

DRAIN PIPE

MOUNTING RING 2

m/o

RUBBER WASHER

P-TRAP AND POP-UP INSTALLATION INSTRUCTIONS

o
CLEAN OUT PLUG m/'@‘\m

POP-UP INSTALLATION INSTRUCTIONS

\___FORSINKS ____J
WITHOUT OVERFLOW

(ol RUBBER WASHER

TAIL PIPE
@‘\ﬂ] RUBBER WASHER 2
P-TRAP

RUBBER WASHER 3

\___FORSINKS |
WITH OVERFLOW
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P-TRAP INSTALLATION

1 | install tail pipe (&)

2 Install p-trap (J)
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