



































































































Lay one short side of the pad out over the edge of the frame with the ties facing downwards.  
Align the openings in the frame pad with the T-connector+welded tube’s on the frame.




Repeat previous step with the other short side of pad.




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Look under the trampoline and locate the pairs of straps near the edge of bed near the frame.  
Tie each of these around the frame to secure the pad in place. Now your frame pad is installed.
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
Insert the thin end on one of the bottom enclosure tubes into the open end of one of top enclosure tubes.  
Align the hole in the bottom enclosure tube with the slot in the top enclosure tube.  
Use a Phillips head screwdriver to secure a self tapping screw in place. 
Repeat for all remaining poles.




Slide the foam sleeve up to cover where enclosure poles are connected.  Repeat for all poles.







Insert all 12 assembled enclosure poles into T-connectors with welded tubes.





































IMPORTANT: Make sure that 
all poles are all the way down.











(1) Missing, improperly positioned, or insecurely 
     attached barrier or enclosure support system 
     (frame) padding and pole caps.
(2) Punctures, frays, tears, or holes worn in the barrier 
     or support system (frame) padding.
(3) Deterioration in the stitching or fabric of the barrier 
     or support system (frame) padding.
(4) Bent or broken support system (frame).
(5) Sagging barrier.
(6) Sharp protrusions on the support (frame) or 
     suspension system.

This trampoline is internally tested up to 400lbs 
(181kg) or less.



SPARE PARTS

71

Key
No. Qty. Description

Key
No. Qty. Description

79 8

1
3

19

24

23

17
18

11

12

18

21

25

22

16

6 4 13 14
155

2
10

9

20

26



1 8 L-Leg
2 4 Center Support L-leg
3 4 V-leg
4 4 Top tube A
5 2 Top tube C
6 4 Corner tube F
7 8 T-connector with welded tube
8 4 T-connector with 2 welded
  tube
9 8 Support Connector
10 2 Center Support V-leg
11 12 Bottom enclosure poles
12 12 Top enclosure poles

13 4 Top tube B
14 2 Top tube D
15 4 Top tube E
16 1 Enclosure netting
17 1 Safety frame pad
18 1 Jumping bed
19 112 8.5 inch spring
20 8 5.5 inch spring
21 2 Sets of Black G3 poles
22 8 Cord
23 1 Spring pulling tool
24 36 Self tapping screw
25 24 XPE Foam
26 12 Plastic cap


