


Installation Special Reminder

Before installing the fan blade, make sure that
the iron ring (red) is covered On the fan blade,
tighten the screws.

Don’t fix fan blades with screw directly.
Because screw is long,if you fix fan blades with
screws directly, it will break the copper core

of motor.









Parts List

=

Mounting Bracket X 1 Canopy X 1 Iron Ring X 1 Motor X 1
N © [
Coupling Cover X 1 Canopy Cover X 1 Blade Screw X 8 Aircraft Cap X 2
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Downrod X 2 Remote Bracket Screw X 2 Expansion Bolt X 2 Self-tapping Screw X 4

)
’ Wire Caps Screw Terminals X 3 Balance Kit X 2 Receiver X 1

Fan Blade X 3 Remote Control Bracket X 1 Remote Control X 1
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INSTALLATION INSTRUCTION

Step 1: Mounting Bracket Installation

Concrete Ceiling
i
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1. Drill holes with electric drill (¢8 mm).
2. Use expansion screws to fix the mounting bracket to the ceiling.

Step 2: Fan Blade Installation

o&~—— —* Fan Blade

Motor

@ Ciamp the fan biade under the trianguiar cover and fix the fan
blade to the incter with screws and gaskets.

Note:

* The fan blade needs to be aligned with the "center" position of the
screw hole group.

* Do not lock the screws when installing the blades and then tighten
all the screws after all the fan blades are installed.
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Wooden Ceiling

*—* Self-tapping
Screw

Fasten the mounting bracket to the ceiling with self-tapping screws.

Loosen ne screws of the upper triangui
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