
Unboxing, Setup and Quick Start Quide Model: PZT60V42
42-in. Riding Lawn Mower

IMPORTANT:

     CAUTION:

     IMPORTANT:

     WARNING:

ALWAYS READ THE USER MANUAL CAREFULLY
AND FOLLOW THE SAFETY INSTRUCTIONS

WEAR THICK GLOVES DURING THE ASSEMBLY PROCESS.

TO PREVENT DAMAGE TO THE CUTTING DECK AND 
BLADES, SET THE CUTTING DECK TO ITS MAXIMUM 

HEIGHT. TAKE EXTREME CARE WHEN PUSHING 
THE TRACTOR OFF THE PALLET.

WHEN WORKING WITH THE PRODUCT, WEAR THE 
REQUIRED PERSONAL SAFETY EQUIPMENTS.

Fig 1A

OPENING THE PACKAGING
Refer to Fig. 1A and 1B
The Mower is shipped partially dismantled and packaged in a crate to protect it 
during transport.
1. Remove all plastic straps, shrink wrap, etc. that surrounds the outer packaging. 
2. Lift off and remove the corrugated exterior cover assembly, then discard the four 

wooden support posts and any interior packaging. 

HEIGHT ADJUSTMMENT OF 
THE STEERING LEVERS
• Hole 1 & 3: High steering 

levers
• Hole 2 & 4: Middle 

steering levers 
• Hole 3 & 5: Low steering 

levers
Refer to Fig 3A

ANGLE ADJUSTMENT OF THE STEERING LEVERS
1. Loosen the M8 X 25 Bolts on the steering levers 

mounting bracket (1A,1B),but do not remove them.
2. Rotate the Steering lever (3) forward or backward to 

achieve the desired angle.
3. Retighten the bolts to secure.
Refer to Fig 3B

 NOTE  THE LEFT AND RIGHT STEERING LEVERS 
SHOULD BE ADJUSTED SO THAT THEY ALIGN WITH 
EACH OTHER WHEN IN THE NEUTRAL POSITION. 
NEVER INSTALL THE STEERING LEVERS IN AN 
ASYMMETRICAL OPERATING HEIGHT.

STEERING LEVERS INSTALLATION
1. Remove the four M8 X 25 Bolts (2) from the accessory box and 

set them aside.
2. Lift one of the steering levers (1R, 1L) and align the holes in the 

steering lever with the holes in the corresponding mounting pole. 
Select the preferred steering-lever operating height, and then 
use the supplied open-end wrench to secure the steering lever 
with the two supplied bolts as indicated in Figure 2.

3. Assemble the other steering lever and tighten with the remaining 
two bolts in the same manner. 

ROLLING LAWN MOWER OFF THE PALLET
Refer to Fig. 2
The Mower is very heavy. To avoid strain or inury, have 
someone to help with this step of the assembly process.
1. Be sure to move the deck lift lever to the highest postition 

before pushing the mower from the pallet.
2. While pushing the mower from behind, slowly and carefully 

let the front tires then, carefully push the mower until the 
rear tires are off the pallet and on the ground.

3. After the mower is off the pallet, move to it to a level 
surface to continue the assembly steps.
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SEAT ASSEMBLY
1. Align and inset the Seat (1) between the two Seat Brackets welded 

in the frame.
2. Insert the M8 bolts (4) and the nylon washers (3) through the 

brackets and the seat’s mounting holes.
3. Finalize the assembly by installing and tightening the M8 nuts (2) 

using the open wrench in the accessory tools.
Refer to Fig 4A

Fig 4A Fig 4B

4. Connect the Wire Harness (4B) to the 
Seat Switch electric coupler (4A) located 
under the seat.
Refer to Fig 4B

Fig 5

SIDE DEFLECTOR ASSEMBLY
1. Insert the Pin Clip (1) and Washer (2) onto the right end of the Pivot Rod (3).
2. Insert the Pivot Rod assembly into the Side De�ector’s sockets (4), through the bracket on the 

Cutting Deck (6), and through the Torsion Spring (5) as illustrated in Figure 8.
3. Finalize the assembly by inserting the other Washer (2) and Pin Clip (1) at the opposite end.
Refer to Fig 5

WARNING TO PREVENT THE RISK OF INJURY, DO NOT OPERATE OR MOW WHEN THE 
GUARD IS NOT INSTALLED.

Fig 6

MULCHING KIT ASSEMBLY
1. Open the Side De�ector (A).
2. Pass the Lug Boss (4) on the Mulching Kit (B) through the bottom of the Side De�ector’s Pivot 

Rod (1).
3. Insert the lower right corner of the Mulching Kit (6) into the cutting deck’s corresponding hole (3).
4. Insert the right Hook (5) into the Cutting Deck’s corresponding hole (2).
5. Insert the left Hook (5) into the Cutting Deck’s corresponding hole (2).
Refer to Fig 6

Fig 7

MOUNTING THE REAR TAILGATE
1. Locate the two mounting holes under the rear bumper and align the Tailgate (1)
2. Insert the two sets of M10 X 1.25 Bolts (2), Spring Washers (3), and Flat Washers (4) 

into the holes to mount the Tailgate onto the frame.
3. Tighten the assembly.
Refer to Fig 7
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