ITEM: SD-AZ11-01**(SD-AZ8076-01**)
ANZZ| GLASS SHOWER DOOR

INSTALLATION & OPERATION MANUAL
T — V2.4
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DON’T WAIT!
REGISTER NOW!

Register your product within 90 days to ensure it is recognized
as a purchase and covered under warranty.

Register online at https://anzzi.com/pages/register or scan the QR code on
PG. 2.

V 2.4-This version supersedes all previous versions as of 07/07/2025
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PRODUCT REGISTRATION =«
IMPORTANT: Warranty will not be recognized unless product is registered.

Register online at hitps://anzzi.com/pages/register or Scan the QR code below.

Registering your product maximizes your warranty benefits and ensures prompt
service and support.

USE YOUR PHONE CAMERA FILL IN A QUICK CLICK SUBMIT AND
TO SCAN THE QR CODE REGISTRATION FORM ENJOY PEACE OF MIND

Thank you for your purchase!

Registering your products ensures you
maximize your warranty benefits and
receive prompt service and support.

Name*

Email*

City* — — —
~
Order #* v
Submit )
Installer Name \
: ~ ~
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Model Purchased*
Installer Phone Number

Customer Age Range

\ %

Need help? For technical support call 305-614-4070 or visit us at www.ANZZl.com










INSTALLATION GUIDE
BEFORE YOU BEGIN

Please check the product for damage and missing parts immediately upon delivery.
Damage reported later will not be covered by our warranty. Please handle the
product with care. Avoid any impact to the sides and edges of the glass.

Consult your local building codes before installation.
To reduce the risk of breakage, keep corner protectors on glass while installing.

If this unitis being installed in new construction, please install all required plumbing
and drainage before installing the shower. Use a licensed plumber/contractor
(if required by local code) for all plumbing installations.

Before beginning installation, make sure all surfaces are level, solid and will
support the total weight of the unit. Also, make sure the walls are at right angles.
Irregular installation surface level, radius corners, orimproper angle of side walls
will resultin serious problems for your installation. Please note that some
adjustments and drilling might be necessary during the installation process.

Please protect all primary surfaces of the product during installation. Never set
your glass down directly onto a tile floor. Leave corner protectors in place until
necessary toremove them. Always use wood or cardboard to protect the bottom
edge and corners of the glass before and during installation.

/I\_ WARNING

This unit must be installed ona finished threshold and against finished walls.
Take care to avoid hidden pipes or electrical cables when drilling holes in walls.
This productis heavy and requires two people to install it.

When cutting or drilling metal components or handling glass, wear eye protection,
gloves, and closed-toe shoes to reduce the risk of personal injury.

Failure to follow instructions when installing this product may resultin personal
injury, property damage, or product failure and may void the warranty.




INSTALLATION GUIDE
BEFORE YOU BEGIN

/\ ATTENTION

o Surface of the threshold or tub deck must be level for proper installation.

o This model requires a minimum 1"(25.4mm) flat level threshold or tub deck
space for installation.
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Tools Required
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I Phillips Tape Drll  1/8"  7/32" 5/16"

o This product is heavy : Screwdriver Measure (3mm) (5.5mm) (8mm)
and requires two Drill Bit Drill Bit Drill Bit
people to install.
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o Use cut-resistant 100% Pencil Rubber Safety Hack Metal File

se curresisiant Silicone Mallet  Glasses Saw

non-slip gloves to
reduce the risk of Sealant
personal injury and

to hold the glass firmly.

<
@

Tin Snips  Stud Finder Knife Level

A This product is heavy and requires two people to install. t ‘
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