











7. Place the wax seal.

Drain outlet

Wax seal

8. Apply weight evenly.
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9. Insert the screw through the fixing sleeve and secure it into the bracket on the ground.
Then cover with the provided cap.

Screw

Sleeve

10. Connect the T-valve to the water valve. Do not overtighten.
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Activate the toilet

Plug the power cord into the 110V waterproof socket, ensuring it's connected and grounded.
Press the reset button to start the toilet and check that the plug indicator light is on.

Indicator Light
Reset

Test

Leakage protection plug

Toilet Testing:

* Once the toilet is powered on and the remote control is loaded with batteries,
activate all functions to ensure proper operation.

» Test the flushing function to confirm it works correctly.

* Press the sensor area on the toilet seat ring to check if the cleaning and drying
functions work properly.

* Press the remote control buttons to verify the start/stop functions.

* If the remote control is unresponsive, check if the batteries are properly installed in
the back.

Note: For remote control holder installation, please refer to PAGE 13.

Toilet Fixing:

* Once all functions are confirmed to be working, fill any uneven areas with a filler to
prevent the toilet from wobbling.

» Ensure there are no foreign objects or water stains on the floor. Then, apply silicone
to the bottom of the toilet where it contacts the floor.

» Do not move or use the toilet for 48 hours after fixing.
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REMOTE CONTROL INSTALLATION

Method 1:

» Peel off the protective layer from the double-sided tape on the remote holder.

¢ Clean the wall surface thoroughly, removing any dust, grease, or water droplets.
* Press the remote control holder with tape onto the wall for a secure attachment.
Note: The method is applicable to glazed tiles, glass and smooth wall.

Double sided tape

Method 2:
* Drill two holes in the wall.

* Insert the expansion plugs into the wall and secure the remote control holder with screws.
Note: Expansion plug and screws are not included.
Ensure the hole position allows easy access to the remote control while sitting.

Put the remote control on the fixed base after installing the battery.
Note: Two AAA batteries is needed (not included).

Remote Control Battery Replacement:

When the remote control battery is low, the LCD display may dim or turn off.
Replace the battery as follows:

* Open the battery compartment on the back of the remote control.
* Replace with two new batteries.(Two 1.5V AAA Alkaline battery).

Battery Safety Notes

* Ensure the battery polarity (+ / =) matches the markings inside the compartment.
* Do not mix new and old batteries.
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LIMITED WARRANTY COVERAGE

ONE YEAR LIMITED WARRANTY

Los Flexi products are crafted with superior materials and impeccable
workmanship, offering our customers reliable and long-lasting products. If
defects in materials or craftsmanship are detected under standard use
within the first year of installation, Los Flexi will either supply replacement
parts at no charge or, if deemed necessary, replace the product or its parts.
This warranty is exclusive to the original purchaser, and proof of purchase is
mandatory for any claim.

This Warranty Will Be Voided If:

The product's installation did not follow our recommendations.

The product was relocated from its initial installation site.

The product underwent any modifications from its original condition.

The product suffered from neglect, misuse, chemical overuse, accidents, or any
other damages.

Los Flexi does not imply that our products adhere to local building or
plumbing codes. Consumers must ascertain local code compliance before and
during installation. This warranty is strictly for the original purchaser and first
consumer.

Los Flexi won't be held responsible for any consequential damages linked

to the product's installation, replacement, return, or usage. This includes, but is
not limited to, freight charges, labor, downtime, home damages, and other
associated costs (e.g., professional services, investigations, audits, legal fees).

This Los Flexi warranty clearly delineates our liability. tems not specified
in this warranty fall outside Los Flexi's responsibility. In states with variations
concerning implied warranties, our compliance is ensured.

For any queries or concerns, feel free to reach out to us at

Email: cs@losflexi.com
Phone: (+1) 662-502-5099
Site: www.losflexi.com

Scan for the High-resolution Installation Guide
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