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Beverage Refrigerator

YEG-BS24

BEFORE USE, PLEASE READ AND FOLLOW
ALL SAFETY RULES AND OPERATING INSTRUCTIONS.




Yeego 24 Inch Single Zone Beverage Refrigerator
YEG-BS24

Product Technical lllustration
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Total: 42 x 3+14=140 cans

Overall Width (in.) A 23.4"
Overall Depth (in.) B 22.4" (24.1" with handle installed)
Overall Height (in.) C 32.3"

Signature Features

140 120z Cans Storage Capacity Freestanding or Built-in Installation

The first layer of the beverage fridge is Thanks to the sleek stainless steel grille
reserved for large layer spacing, and it is air outlet design, you don't need to leave a
equipped with 3 removable glass shelves lot of space for heat exhaust under your

that slide smoothly and are sturdy enough counter. So you can choose to install it as a
to hold your drinks without scratches. So built-in or freestanding installation, depending
you can easily position drinks of different on your preference!

shapes and sizes.

Upgraded Cooling System Thoughtful Design

Yeego Beverage refrigerator runs with quiet Yeego provides sincere and effective design
operation (24 1dB) and rapid cooling, and it is like reversible door design allows a flexible
equipped with an upgraded compressor and choice of the direction of the door, Leveling
front grille air outlet design which can provide legs can adjust feet and keep level
excellent heat dissipation function to maintain placement anywhere. Two true key locks to
a steady temperature and stable chiller effect. prevent the door from being accidentally

opened.




IMPORTANT SAFETY RULES

OPERATING YOUR BEVERAGE REFRIGERATOR

TROUBLESHOOTING GUIDE

LIMITED WARRANTY

CUSTOMER SERVICE
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IMPORTANT SAFETY RULES

Before the appliance is used, it must be properly positioned and installed as described in this
manual, so read the manual carefully. To reduce the risk of fire, electrical shock or injury when using

the appliance, please follow basic precaution, including the following:

-~

A DANGER A

» Plug into a grounded 3-prong outlet, do not
remove grounding prong, do not use an
adapter, and do not use an extension cord.

* Replace all panels before operating.

* It is recommended that a separate circuit,
serving only your appliance be provided.
Use receptacles that cannot be turned off
by a switch or pull chain.

* Never clean appliance parts with flammable
fluids. These fumes can create a fire
hazard or explosion. And do not store or
use gasoline or other flammable vapors
and liquids in the vicinity of this or any
other appliance. The fumes can create a

fire hazard or explosion.
N

Before proceeding with cleaning and
maintenance operations, make sure the
power line of the unit is disconnected.

Do not connect or disconnect the electric
plug when your hands are wet.

Unplug the appliance or disconnect power
before cleaning or servicing. Failure to do
so can result in electrical shock or death.

Do not attempt to repair or replace any part
of your appliance unless it is specifically
recommended in this material. All other
servicing should be referred to a qualified
technician.

-

A WARNING A

» Use two or more people to move and install
appliance. Failure to do so can result in
back or other injury.

* To ensure proper ventilation for your
appliance, the front of the unit must be
completely unobstructed. Choose a well-
ventilated area with temperatures above
60°F (16°C) and below 90°F (32°C). This
unit must be installed in an area protected
from the element, such as wind, rain, water
spray or drips.

* The appliance should not be located next
to ovens, grills or other sources of high
heat.

* The appliance must be installed with all
electrical, water and drain connections in
accordance with state and local codes. A
standard electrical supply (115 V AC only,
60 Hz), properly grounded in accordance
with the National Electrical Code and local
codes and ordinances is required.

Do not kink or pinch the power supply cord
of appliance.

The fuse (or circuit breaker) size should be
15 amperes.

It is important for the appliance to be
leveled in order to work properly. You may
need to make several adjustments to level
it.

Never allow children to operate, play with

or crawl inside the appliance.

Do not use solvent-based cleaning agents
of abrasives on the interior. These cleaners
may damage or discolour the interior.

Do not use this apparatus for other than its
intended purpose.

READ AND SAVE THESE INSTRUCTIONS
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IMPORTANT SAFETY RULES

MW FLAMMABLE REFRIGERANT GAS W

For your safety, observe the following recommendations.

This appliance contains a small quantity of
R600a refrigerant which is environmentally
friendly, but flammable. It does not damage
the ozone layer, nor does it increase the
greenhouse effect.

During transportation and installation,
ensure that the tubing of the refrigerant
circuit is not damaged.

Avoid using or manipulating sharp objects
near by the appliances.

Leaking refrigerant can ignite and may
damage the eyes.

In the event any damage does occur,
avoid exposure to open fires and any
device which creates a spark. Disconnect
the appliance from the mains power.

Thoroughly ventilate the room in which the
appliance is located for several minutes.

Notify Customer Service for necessary
action and advice.

The room for installing the appliance must
be at least 1 cubic metre per 8 grams
of refrigerant. The refrigerant quantity
contained in this appliance is listed above
in grams, it is also noted on the Rating
Plate of the appliance.

Vs

A DANGER A

» Risk of fire or explosion. Flammable

refrigerant used.

DO NOT use mechanical devices to
defrost refrigerator. DO NOT puncture
refrigerant tubing.

Risk of fire or explosion. Flammable
refrigerant used. To be repaired only
by trained service personnel. DO NOT
puncture refrigerant tubing.

A WARNING A

« Risk of fire or explosion: Flammable

refrigerant used. Consult repair manual /
owner's guide before attempting to service
this product. All safety precautions must
be followed.

Risk of fire or explosion: Dispose of
property in accordance with federal or
local regulations.

Risk of fire or explosion due puncturing
of the refrigerant tubing. Follow handling
instructions carefully.

To prevent a child from being entrapped,
keep out of reach of children and not in the
vicinity of the cooler.

READ AND SAVE THESE INSTRUCTIONS
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IMPORTANT SAFETY INSTRUCTIONS

To reduce the risk of fire, electrical shock, or injury when using your appliance, follow these basic

precautions:

Ve

» Read all instructions before using the wine
cellar.

* DANGER or WARNING: Risk of child
entrapment.

Child entrapment and suffocation

are not problems of the past. Junked

or abandoned appliances are still
dangerous.

» Before you throw away your old wine
cellar, take off the door but leave the
shelves in place so that children may not
easily climb inside.

* Never allow children to operate, play with,

or crawl inside the appliance.

Never clean appliance parts with flammable
fluids. The fumes can create a fire hazard
or explosion.

Do not store or use gasoline or any other
flammable vapours and liquids in the
vicinity of this or any other appliance.
The fumes can create a fire hazard or
explosion.

READ AND SAVE THESE INSTRUCTIONS

- PAGE 3-



PARTS & FEATURES

® W [ To
Vil JR—
(1] o
il 1
@—le i | — (@ Base Girille
! I 2 Security lock
® Leveling Legs
@ - MHHHU UHHUHH s @ Stainless Steel Handle
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f : ® Display and Control panel
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Model No. : YEG-BS24
Voltage: 115V /60Hz
Rated Current: 0.9A
Capacity : 140 12 oz. standard cans
Temperature Range: 34°F-54°F (1°C-12°C)
Net Weight: 97 Ibs
Gross Weight: 116.8 Ibs
Unit Dimension: 23.4" W x 22.4" D x 32.3"H
Packaging Dimension: 28.0"W x 26.9"D x 36.2"H
L Refrigerant: R600a
- PAGE 4 -
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INSTALLATION INSTRUCTIONS

e N\
Before Using the Beverage Refrigerator
» Remove the exterior and interior packing. - Before connecting the Beverage Refrigerator
to the power source, let it stand upright
+ Check to be sure you have all of the for approximately 24~36 hours. It will
following parts: reduce the possibility of a malfunction in
3*Shelves the cooling system from handling during
2*Keys transportation.
1*Stainless Steel Handle
1*Instruction Manual » Clean the interior surface with lukewarm
1*L-Shaped Screwdriver water using a soft cloth.
* Install the handle on the left side of the
door.
- _J

Installation of the Beverage Refrigerator

« This appliance is designed to be for free standing installation or built-in (fully
recessed). Place your product on a floor that is strong enough to support it when it is fully

loaded. To level the product, adjust the front leveling legs at the bottom of the unit.

» Please locate the product away from direct sunlight and sources of heat (stove, heater, radiator,
etc.). Due to direct sunlight may affect the acrylic coating and heat sources may increase
electrical consumption. Extreme cold ambient temperatures may also cause the
unit not to perform properly. Don’t install in a location where the temperature will fall below
60°F (16°C). Avoid locating the unit in a moist area.

» For best performance, it is recommended that you install the appliance in a location with an
ambient temperature between 72°-78°F. If the ambient temperature is above or

below recommended temperatures, the performance of the unit may be affected.

G J
N . A i .
Built-in Instructions Free Standing Instructions
» For built-in installation, leave a ¥2” (6 mm) » For free standing installation, 5 inches
space on each side and at the top of the (127mm) of space between the back
wine cellar to ensure proper air circulation and sides of the appliance is suggested,
to cool the compressor and condenser. Also, which allows the proper air circulation
be sure to not obstruct the front exhaust to cool the compressor and condenser.
vent with any objects as this may affect the

unit from performing properly.

4 N

Cabinet opening dimensions

» Minimum Width: 23.65" (60.1 cm)
e Minimum Depth: 22.65" (57.6 cm)

* Minimum Height: 32.55" (82.7 cm)
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INSTALLATION INSTRUCTIONS
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Electrical Connection

Improper use of the grounded plug can result in the risk of electrical

shock. If the power cord is damaged, have it replaced by an

authorized service center.

» This appliance should be properly grounded for your safety. The power cord of this appliance
is equipped with a three-prong plug which mates with standard three prong wall outlets to
minimize the possibility of electrical shock.

Plug the unit into an exclusive, properly installed-grounded wall
A NOTE A outlet. Do not under any circumstances cut or remove the third
(ground) prong from the power cord. For personal safety, this appliance must be properly
grounded. And any questions concerning power and/or grounding should be directed toward
a certified electrician or an authorized service center.

» The appliance should always be plugged * This appliance requires a standard

into its own individual electrical outlet
which has a voltage rating that matches
the rating label on the appliance. This
provides the best performance and also
prevent overloading house wiring circuits
that could cause a fire hazard from
overheated. Never unplug the appliance
by pulling the power cord. Always grip the
plug firmly and pull straight out from the
receptacle. Repair or replace immediately
all power cords that have become frayed
or otherwise damaged. Do not use a cord
that shows cracks or abrasion damage
along its length or at either end. When
moving the appliance, be careful not to
damage the power cord.

115/120 Volt AC ~/60Hz electrical ground
outlet with three-prong. Have the wall
outlet and circuit checked by a qualified
electrician to make sure the outlet is
properly grounded. When a standard
2-prong wall outlet is encountered, it is
your responsibility and obligation to have it
replaced with a properly grounded 3-prong
wall outlet. The cord should be secured
behind the appliance and not left exposed
or dangling to prevent accidental injury.

/Power bar with Surge Protection (Recommended)

« Most electrical appliances use a series of electric control boards to operate. These boards

are very susceptible to power surges and could be damaged or destroyed.

+ If the appliance is going to be used in an area or if your city / country is prone to power

surges / outages; it is suggested that you use a power surge protector for all electrical
devices / appliances you use. The surge protector that you select must have a surge block
high enough to protect the appliance it is connected to.

a licensed electrician in your area.

* If you have any questions regarding the type and size of surge protector, you need to contact

Yeego
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