
Warm White Bright White Daylight

Easy 
Installation

With Screw-in
Edison Base

And Torsion Spring
Mounting System

Facíl Installación

Lumens
Lúmenes

1200 17 60,000

The DLR56 combines upgraded performance 
with an attractive design aesthetic giving you a 
better value.

Redesigned to boost energy e�ciency, the new 
LED light engine draws only 17 watts while 
improving light output to 1200 lumens. The 
enriched 90+ CRI provides superior color quality, 
making blues true blue, whites even whiter, and 
reds more vibrant. Lamps designed with 90+ CRI 
and high R9 values produce the most vivid and 
accurate colors, which is why the DLR56 has also 
been updated with a greater than 60 R9 value.  
Not only is your light quality better, but this design 
improvement meets new industry standards like 
Title 24 and CEC making it an ideal solution.

Whether it’s used to retro�t current �xtures or in 
new construction, the DLR56 will provide years of 
beautiful, space-enhancing lighting. It’s not just 
about �ipping a switch anymore. It’s about 
enhancing spaces and making light work for you 
through performance, design, and value.

It’s about Shining Brighter... Making Your Life Better

Improved Design
and Performance

Trim Width: 7.5 in (190.5mm)
Fixture Height: 2.75 in (70mm) 

Trim Ancho: 7.5 pulgadas  (190.5mm)
Altura de �jación: 2.75 pulgadas (70 mm)

Dimensions
Dimensiones

Recommended Dimmers
Recomendados Reguladores 

Lutron® TGCL-153PH-WH
Pass & Seymour®  DLV703P
Cooper® DI06P-W-K

Features Características 
Compatible with most 5” and 6” rec
Compatible con la mayoría de los 5" y 6" cajas de empotrar

Suitable for use in IC Rated recessed housings
Adecuado para uso en carcasas empotradas IC nominal
60,000 hour life expectancy
60.000 horas expectativa de vida

>90 CRI with R9>60
Meets California Quality Speci�cations

Easy installation with adjustable torsion springs
Fácil instalación con muelles de torsión ajustable

Integrated trim
Trim integrado

Dimmable to 10% with most standard dimmers
Regulable a 10% con lay mayoría de los reguladores

Durable construction
Construcción duradera

5 Year Warranty**
5 años de garantía

Easy Installation Facíl Installación 

Install Edison
or GU24 base

Instale el Edison
o base de GU24

Connect to MAXCOR
5” & 6” LED downlight

Conecte a Maxcor
Downlight de 5 "y 6" LED

Squeeze torsion
springs into brackets

inside housing.
Apriete torsión de 
resortes en los soportes 
de la carcasa interior.

Push �xture �ush
against the ceiling.

Empuje la luz 
contra el techo.

T24
California Title 24

High Energy
Compliant

Can be used for 

5 YEAR
WARRANTY

WET LOCATION
RATED

LE
D

T24
California Title 24

High Energy
Compliant

Can be used for 

DLR56 Kit de luces LED Retro�t
DLR56 LED Retro�t Light Kit

95°
Beam Angle

10.7
FOOTCANDLES

68.3
FOOTCANDLES

3’

5’

8’

MÁS DE $756 EN AHORROSDE ENEGÍA POR VIDA*MÁS DE $680 EN A HORROS DE ENEGÍA POR VIDA*

$680
IN LIFETIME ENERGY SAVINGS*
OVER

Watts
Vatios

Lifetime
Horas de Vida

Húmedo 
Localización 

cali�cado  

WET 
LOCATION

RATED

LED Retro�t Light Kit
DLR56 Kit de luces LED Retro�t
DLR56

™

Regulable

DIMMABLE TO
10%WITH MOST

DIMMERS

DLR56-2712-120-2K-WH

*based on 11 cents per kilowatt hour 
as compared to a 2000 hour 120W lamp.

**Warranty: This lamp has a 5-year, free replacement 
warranty.  View full warranty information at: 
http://nicorlighting.com/resources/warranty-
info/maxcor-brand-limited-warranty

NICOR, Inc. 2200 Midtown Place NE Albuquerque, NM 87107
P: 800.821.6283 F: 800.892.8393 nicorlighting.com

2700K
(Warm White)

90+ CRI
R9 VALUES >60
Meets California Quality Speci�cation

Lighting Facts
Per Fixture

Brightness 623  Lumens
Estimated Yearly 
Energy Cost
Based on 3 hrs/day, 11c/
kWh. Cost depends on 
rates and use.

Life
Based on 3 hrs/day
Light Appearance

     2700K

Warm Cool

Made in China
767706084757
*767706084757*

1
17W DLR56

30
120W Incandescent

compared to a 2000 hour 120W Incandescent lamp.

FOR INSTALLATION VIDEO

SCAN
THE TAG

Especi�caciones del Producto
Lámpara de inundación, con un haz angular de 95°

U

Product Speciÿcations
Floodlamp, 95° beam angle
>90 CRI with R9>60 
Uses only 17 Watts
Lifetime of >60,000 hours

™

Energy Used 
Model Number: DCR41061202KXX

49.3 Years

$1.01

8.4 Watts




